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TPG ARCHITECTURE, LLP

31 PENN PLAZA
132 WEST 31ST STREET, 5TH FLOOR, NEW YORK, NY 10001
212.768.0800 | TPGARCHITECTURE.COM

IN CONSIDERATION OF RECEIVING DRAWINGS FROM TPG ARCHITECTURE LLP IN
AN ELECTRONIC FORM, THE RECIPIENT AGREES, TO THE FULLEST EXTENT
PERMITTED BY LAW, TO HOLD HARMLESS AND INDEMNIFY TPG ARCHITECTURE
LLP FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
OR IN ANY WAY CONNECTED WITH THE USE, RE-USE, MIS-USE, MODIFICATION,
OR MISINTERPRETATION OF THE MACHINE-READABLE INFORMATION PROVIDED
BY TPG ARCHITECTURE LLP UNDER THIS AGREEMENT.
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SUBNITTAL PRUCEDURES

SUBWITTAL PRUCEDURES

PRODUCTS AND SUBSTITUTIONS

1.

8.1.

9.1.

10.

1.

12.

13.

THE TERMS "ARCHITECT" AND "TPG ARCHITECTURE, LLP" SHALL BE
UNDERSTOOD TO BE THE SAME UNLESS SPECIFICALLY NOTED
OTHERWISE.

THE TERMS "GENERAL CONTRACTOR", "G.C"., "SUBCONTRACTOR",
"CONSTRUCTION MANAGER/MANAGEMENT" AND "CONTRACTOR"
SHALL BE UNDERSTOOD TO BE THE SAME UNLESS SPECIFICALLY
NOTED OTHERWISE.

THE TERMS "OWNER", "TENANT", "CLIENT", SHALL BE UNDERSTOOD
TO BE THE SAME UNLESS SPECIFICALLY NOTED OTHERWISE.

THE TERM "WORK" MEANS THE CONSTRUCTION AND SERVICES
REQUIRED BY THE CONTRACT DOCUMENTS, WHETHER COMPLETED
OR PARTIALLY COMPLETED, AND INCLUDES ALL OTHER LABOR,
MATERIALS, EQUIPMENT AND SERVICES PROVIDED OR TO BE
PROVIDED BY THE CONTRACTOR TO FULFILL THE CONTRACTOR'S
OBLIGATIONS. THE WORK MAY CONSTITUTE THE WHOLE OR A PART
OF THE PROJECT. IF THE CONTRACTOR PERFORMS WORK
KNOWING IT TO BE CONTRARY TO APPLICABLE LAWS, STATUTES,
ORDINANCES, CODES, RULES, REGULATIONS, OR LAWFUL ORDERS
OF PUBLIC AUTHORITIES, THE CONTRACTOR SHALL ASSUME
APPROPRIATE RESPONSIBILITY FOR SUCH WORK AND SHALL BEAR
THE COSTS ATTRIBUTABLE TO THE CORRECTION. THE
CONTRACTOR SHALL VERIFY ALL JOB CONDITIONS, DIMENSIONS
AND DETAILS PRIOR TO CONSTRUCTION, AND AS ANTICIPATED OR
INFERRED PRIOR TO PRICING OR BIDDING.

THE CONTRACT DOCUMENTS ARE ENUMERATED IN THE
AGREEMENT BETWEEN THE OWNER AND CONTRACTOR AND
CONSIST OF THE AGREEMENT, CONDITIONS OF THE CONTRACT
(GENERAL, SUPPLEMENTARY AND OTHER CONDITIONS), DRAWINGS,
SPECIFICATIONS, ADDENDA ISSUED PRIOR TO EXECUTION OF THE
CONTRACT, OTHER DOCUMENTS LISTED IN THE AGREEMENT AND
MODIFICATIONS ISSUED AFTER EXECUTION OF THE CONTRACT.

THE CONTRACTOR SHALL COMPLY WITH AND GIVE NOTICES
REQUIRED BY APPLICABLE LAWS, STATUTES, ORDINANCES, CODES,
RULES AND REGULATIONS, AND LAWFUL ORDERS OF PUBLIC
AUTHORITIES APPLICABLE TO PERFORMANCE OF THE WORK.

THE CONTRACTOR SHALL HAVE EXPERIENCE ON AT LEAST THREE
PROJECTS OF SIMILAR SIZE, COMPLEXITY, AND QUANTITY AT LEAST
EQUAL TO THOSE REQUIRED UNDER ALL DIVISIONS DETAILED IN
THESE DRAWINGS.

ALL CONTRACTORS PERFORMING THIS WORK SHALL BE SKILLED
WORKERS WITHIN THEIR RESPECTIVE TRADES.

ELECTION OF SUBCONTRACTORS IS SUBJECT TO THE OWNER'S
REVIEW PRIOR TO AWARDING OF CONTRACT. THE CONTRACTOR
MUST SUBMIT A LIST OF THEIR PROPOSED SUBCONTRACTORS WITH
THE SUBMISSION OF THEIR BID, AS WELL AS EVIDENCE THAT THOSE
SUBCONTRACTORS REQUESTED TO BE AFFORDED THE
OPPORTUNITY TO BID HAVE HAD THAT OPPORTUNITY AND HAVE
RESPONDED.

ALL WORK, WHETHER SHOWN OR IMPLIED, UNLESS SPECIFICALLY
QUESTIONED, SHALL BE CONSIDERED FULLY UNDERSTOOD IN ALL
RESPECTS BY THE CONTRACTOR, AND HE WILL BE RESPONSIBLE
FOR ANY MISINTERPRETATIONS OR CONSEQUENCES THEREOF FOR
ALL WORK SHOWN ON ALL CONTRACT DOCUMENTS.

THE CONTRACTOR SHALL TAKE NO ADVANTAGE OF ANY APPARENT
ERROR OR OMISSION IN THE CONTRACT DOCUMENTS. IN THE EVENT
THE CONTRACTOR DISCOVERS SUCH AN ERROR, OR OMISSION IN
THE CONTRACT DOCUMENTS, HE SHALL IMMEDIATELY NOTIFY THE
ARCHITECT/ENGINEER. THE ARCHITECT/ENGINEER WILL THEN MAKE
SUCH CORRECTIONS AND INTERPRETATIONS AS MAY BE DEEMED
NECESSARY FOR FULFILLING THE INTENT OF THE CONTRACT
DOCUMENTS.

PRIOR TO PROPOSAL SUBMISSION, CONTRACTOR SHALL VISIT THE
SITE TO REVIEW THE EXISTING CONDITIONS ASSOCIATED WITH THE
SCOPE OF WORK AND ADJACENT AREAS TO ASCERTAIN THE
DIFFICULTIES WHICH WILL AFFECT THE EXECUTION OF THE WORK
OF THIS CONTRACT. CONTRACTOR SHALL BECOME FAMILIAR WITH
THE BUILDING RULES AND REGULATIONS (WORK LETTER) AS WELL.
SUBMISSION OF A PROPOSAL WILL BE CONSTRUED AS EVIDENCE
THAT THE ABOVE SITE EXAMINATION HAS BEEN MADE AND LATER
CLAIMS WILL NOT BE RECOGNIZED FOR EXTRA LABOR, EQUIPMENT
OR MATERIALS REQUIRED DUE TO DIFFICULTIES ENCOUNTERED
WHICH COULD HAVE BEEN FORESEEN HAD SUCH AN EXAMINATION
BEEN MADE.

THE CONTRACTOR SHALL ASSUME THE FULL RESPONSIBILITY FOR
COORDINATING THE INSTALLATION OF ALL TRADE CONTRACTS
ASSIGNED BY THE OWNER. THE ARCHITECT AND THE OWNER
RESERVE THE RIGHT TO LET OTHER CONTRACTORS WORK ON THE
PROJECT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
COORDINATION OF SUCH WORK AND ESTABLISHING SCHEDULES
FOR ALL TRADES, AND SHALL AFFORD OTHER CONTRACTORS
REASONABLE OPPORTUNITY FOR THE INTRODUCTION AND
STORAGE OF THEIR MATERIALS AND THE EXECUTION OF THEIR
WORK.

CONTRACTOR SHALL PREPARE ALL WORK TO CONFORM TO THE
GENERAL CONSTRUCTION SCHEDULE AND SHALL COOPERATE WITH
OTHER CONTRACTORS IN THE REQUIRED SEQUENTIAL
INSTALLATION OF OTHER CONSULTANTS' PRODUCTS. SCHEDULE TO
BE UPDATED WEEKLY DURING CONSTRUCTION AND ISSUED FOR
REVIEW TO ALL PARTIES.

BEFORE COMMENCING WITH ANY WORK, THE CONTRACTOR SHALL
FILE WITH THE OWNER AND/OR BUILDING MANAGEMENT CURRENT
INSURANCE CERTIFICATES IN THE AMOUNTS REQUESTED BY LAW
BY THE OWNER AND/OR BUILDING MANAGEMENT FOR WORKER'S
COMPREHENSIVE GENERAL LIABILITY, BODILY INJURY AND
PROPERTY DAMAGE. THE OWNER AND/OR BUILDING MANAGEMENT
AND THE ARCHITECT SHALL BE NAMED "ADDITIONAL INSURED" ON
ALL CERTIFICATES OF INSURANCE.

13.1.THE CONTRACTOR AND ALL THEIR SUBCONTRACTORS SHALL
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INDEMNIFY, DEFEND, AND SAVE HARMLESS THE OWNER, ITS
EMPLOYEES, AGENTS AND SUBSIDIARIES, AND THE ARCHITECT,
THEIR EMPLOYEES, AND AGENTS, AGAINST AND FROM ANY AND ALL
CLAIMS, DEMANDS, ACTIONS BY LAW, LIABILITIES, PENALTIES,
LOSSES, EXPENSES, COSTS (INCLUDING ATTORNEY'S FEES) AND
JUDGMENTS OF EVERY CHARACTER WHATSOEVER FOR OR
RESULTING FROM DAMAGE TO PROPERTY (INCLUDING BUT NOT
LIMITED TO PROPERTY OF THE CONTRACTOR, THE OWNER, OR THE
ARCHITECT AND THEIR RESPECTIVE AGENTS, SERVANTS, AND
EMPLOYEES) AND FOR OR RESULTING FROM PERSONAL INJURIES,
SICKNESS, AND DISEASE (INCLUDING DEATH) TO OR SUSTAINED BY
ANY PERSON (INCLUDING BUT NOT LIMITED TO THE CONTRACTOR,
THE OWNER, AND THE ARCHITECT AND THEIR RESPECTIVE
AGENTS, SERVANTS, AND EMPLOYEES) OCCURRING IN OR ABOUT
THE CONSTRUCTION SITE, OR ARISING OUT OF OR SUFFERED
WHILE ENGAGED IN OR CAUSED IN WHOLE OR IN PART BY THE
PERFORMANCE OF OR FAILURE TO PERFORM THE WORK. THE
FOREGOING AGREEMENT SHALL NOT EXTEND TO THE OWNER IN
THE CASE OF DAMAGE OR INJURIES CAUSED BY OR RESULTING
FROM THE SOLE NEGLIGENCE OF THE OWNER, ITS AGENTS,
SERVANTS, OR EMPLOYEES AND SHALL NOT EXTEND TO THE
ARCHITECT, HIS AGENTS, SERVANTS, OR EMPLOYEES IN THE CASE
OF DAMAGE OR INJURIES CAUSED BY OR RESULTING FROM THE
SOLE NEGLIGENCE OF THE ARCHITECT, THEIR AGENTS, SERVANTS,
OR EMPLOYEES, OR CAUSED BY OR ARISING OUT OF DEFECTS IN
MAPS, PLANS, DESIGNS, OR SPECIFICATIONS PREPARED,
ACQUIRED, OR USED BY THE ARCHITECT, THEIR AGENTS,
SERVANTS, OR EMPLOYEES. IT BEING UNDERSTOOD AND AGREED
THAT FOR THE PURPOSES OF THIS SENTENCE NEITHER THE
CONTRACTOR NOR ANY OF ITS AGENTS, SERVANTS, OR
EMPLOYEES SHALL BE DEEMED TO BE AN AGENT, SERVANT, OR
EMPLOYEE OF EITHER THE OWNER OR THE ARCHITECT AND
NEITHER THE ARCHITECT NOR ANY OF THEIR AGENTS, SERVANTS,
OR EMPLOYEES SHALL BE DEEMED TO BE AN AGENT, SERVANT, OR
EMPLOYEE OF THE OWNER.

THE CONTRACTOR SHALL MAINTAIN AND OPERATE AN ON SITE
FIELD OFFICE WITH TELEPHONE AND EMAIL ACCESS AT ALL TIMES
DURING THE COURSE OF CONSTRUCTION WORK.

UNLESS OTHERWISE NOTED, WORKERS WILL BE ASSIGNED ONE
TOILET AREA WHICH THE CONTRACTOR WILL BE RESPONSIBLE FOR
CLEANING, MAINTAINING AND, UPON COMPLETION OF THE WORK,
RESTORING TO ITS ORIGINAL CONDITION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OF THEIR OWN
SECURITY, TEMPORARY HEAT, WATER, ELECTRICAL POWER,
LIGHTING, AND HOISTING. IF NEEDED COORDINATE THESE
SERVICES WITH THE BUILDING MANAGEMENT.

CONSTRUCTION PERSONNEL ~ MUST  CARRY  PROPER
IDENTIFICATION AT ALL TIMES.

THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL COSTS
INCURRED FOR DAMAGES CAUSED BY THEIR SUBCONTRACTORS.

THE CONTRACTOR SHALL CONFORM TO THE BUILDING'S RULES,
STANDARDS, AND REGULATIONS FOR ALL ASPECTS DURING
CONSTRUCTION.

THE CONTRACTOR SHALL ENSURE THAT THERE ARE NO TRADE OR
JURISDICTIONAL DISPUTES RELATED TO USE OF LABOR OR
METHODS OF INSTALLATION, INCLUDING THOSE OF CONTRACTORS
WHICH HAVE BEEN SEPARATELY CONTRACTED BY THE OWNER.
SHOULD ANY DELAYS OCCUR ON THE JOB SITE THROUGH
VIOLATIONS OF THIS CLAUSE, THE CONTRACTOR WILL REIMBURSE
THE OWNER FOR ALL COSTS AND DAMAGES.

THE CONTRACTOR IS TO PROVIDE A FULL-TIME COMPETENT
SUPERINTENDENT ON THE PROJECT TO COORDINATE ALL
SUBCONTRACTORS' WORK AND SUPERVISE THE DAILY ACTIVITY OF
THE PROJECT, AS WELL AS TO MAINTAIN THE SITE IN A SAFE, CLEAN
MANNER.

THE CONTRACTOR SHALL BE AVAILABLE TO ATTEND A WEEKLY JOB
MEETING DURING THE COURSE OF THE PROJECT. CONTRACTOR
SHALL PREPARE AND DISTRIBUTE ALL JOB MEETING MINUTES (3)
DAYS PRIOR TO MEETING.

A COPY OF THE LATEST SET OF CONSTRUCTION DRAWINGS,
SUBMITTALS/SHOPS AND RFI RESPONSES SHALL BE KEPT AT THE
JOB SITE FOR REVIEW BY THE ARCHITECT.

CONTRACTOR SHALL MAINTAIN CURRENT RFI/SUBMITTAL LOG AND
FURNISH ON A WEEKLY BASIS.

BOTH THE ARCHITECT AND THE OWNER'S REPRESENTATIVE SHALL
HAVE ACCESS TO THE DEMISED PREMISES AND TO THE FACTORY
OR SHOP OF ANY OF THE SUBCONTRACTORS AT ALL TIMES.

ALL WORK SHALL CONFORM WITH THE REQUIREMENTS OF THE

LOCAL BUILDING AND ZONING CODES, STATE AND FEDERAL
BUILDING CODES, NATIONAL ELECTRIC CODE, N.F.P.A., ANSI,
ASHRAE, OSHA, A.D.A. AND ALL OTHER APPLICABLE CODES. ALL IN
THEIR LATEST EDITION OF ALL AUTHORITIES HAVING JURISDICTION
OVER WORK OF THIS TYPE, INCLUDING THE RULES AND
REGULATIONS OF THE BUILDING MANAGEMENT. IN CASES OF
CONFLICT THE MORE STRINGENT REGULATION SHALL APPLY.

ALL WORK IS TO CONFORM TO ARCHITECT'S DRAWINGS AND
SPECIFICATIONS AND ALL MATERIALS SHALL BE NEW AND BEST
QUALITY OF THE KINDS SPECIFIED.

ALL MATERIALS AND EQUIPMENT SPECIFIED SHALL BE SUPPLIED,
INSTALLED, CONNECTED, ERECTED, CLEANED, AND CONDITIONED
AS DIRECTED BY THE SUPPLIER/MANUFACTURER, IN ACCORDANCE
WITH ACCEPTED INDUSTRY STANDARD PRACTICE AND IN
COMPLIANCE WITH PRODUCT WARRANTY.

CONTRACTOR SHALL REVIEW AND FAMILIARIZE HIMSELF WITH THE
GENERAL NOTES, SPECIFICATIONS, AND DRAWINGS. EACH
SUB-CONTRACTOR WILL BE RESPONSIBLE FOR REVIEWING THE
ENTIRE SET OF DRAWINGS AND NOTING THEIR WORK AS
APPLICABLE. ALL WORK INDICATED OR INFERRED ON THE
DRAWINGS WILL BE ACCOUNTED FOR AND INCLUDED IN
CONTRACTOR'S BID.

ANY INFERIOR MATERIAL OR WORKMANSHIP SHALL BE REMOVED
UPON DEMAND AND WORK SHALL BE RECONSTRUCTED AS
APPROVED BY THE ARCHITECT OR THE OWNER.

DRAWINGS ARE NOT TO BE SCALED; WRITTEN DIMENSIONS
GOVERN.

DIMENSIONS OF THE EXISTING STRUCTURES SHOWN ON THESE
CONSTRUCTION DOCUMENTS ARE FOR GENERAL REFERENCE
ONLY. THEY HAVE BEEN TAKEN FROM THE AVAILABLE ORIGINAL
CONSTRUCTION DOCUMENTS OR SUBSEQUENT REHABILITATION
DRAWINGS AND ARE NOT GUARANTEED. FIELD MEASUREMENTS
SHALL BE TAKEN BY THE CONTRACTOR AS NECESSARY TO ENSURE
PROPER FIT OF THE FINISHED WORK. SHOP DRAWINGS AND RFI'S
SHALL INCLUDE DETAILS OF DISCREPANCIES OR DEVIATIONS FROM
THE CONSTRUCTION DOCUMENTS AND THE CONTRACTORS
PROPOSED METHODS TO PROCEED WITH THE WORK.
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ALL WORK, AS EITHER IMPLIED OR REASONABLY INFERABLE FROM
THE CONTRACT DOCUMENTS, DRAWINGS AND SPECIFICATIONS,
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. ALL
DRAWINGS AND SPECIFICATIONS ARE DIRECTED TO THE
ATTENTION OF THE CONTRACTOR AND THE INCLUSION OF ANY
WORK BY MENTION, NOTE, DETAIL, ITEMIZATION OR IMPLICATION,
HOWEVER BRIEF, MEANS THAT THE CONTRACTOR SHALL PROVIDE
AND INSTALL SAME. ALL WORK PERFORMED SHALL INCLUDE ALL
APPURTENANCES AND APPARATUS NORMALLY DEEMED TO BE A
PART OF A COMPLETED PACKAGE WITHIN THE DEFINITIONS OF
NORMAL INDUSTRY STANDARDS.

PRIOR TO THE PROPOSAL SUBMISSION OR START OF ANY AND ALL
WORK ARCHITECT, SHALL BE NOTIFIED OF ANY DISCREPANCIES OR
OMISSIONS WHICH WOULD INTERFERE WITH THE SATISFACTORY
COMPLETION OF THE WORK.

IMMEDIATELY UPON DISCOVERY OF A DIFFERENCE BETWEEN SITE
CONDITIONS AND THE CONTRACT DOCUMENTS, CONTRACTOR
SHALL PREPARE AND SUBMIT REQUEST FOR INFORMATION.
INCLUDE A DETAILED DESCRIPTION OF THE DIFFERING
CONDITIONS, TOGETHER WITH RECOMMENDATIONS  FOR
CHANGING THE CONTRACT DOCUMENTS, CONTRACTOR TO ALLOW
5 WORKING DAYS FOR INITIAL RESPONSE. ANY WORK THAT
PROCEEDS OTHERWISE SHALL BE, IF INCORRECTLY PERFORMED,
REPLACED OR REPAIRED WITH THE COST FOR SAME BEING BORNE
BY THE CONTRACTOR.

UNLESS OTHERWISE PROVIDED IN THE CONTRACT DOCUMENTS,
THE CONTRACTOR SHALL SECURE AND PAY FOR THE BUILDING
PERMIT AS WELL AS FOR THE OTHER PERMITS, FEES, LICENSES,
AND INSPECTIONS BY GOVERNMENT AGENCIES NECESSARY FOR
PROPER EXECUTION AND COMPLETION OF THE WORK THAT ARE
CUSTOMARILY SECURED AFTER EXECUTION OF THE CONTRACT
AND LEGALLY REQUIRED AT THE TIME BIDS ARE RECEIVED OR
NEGOTIATIONS CONCLUDED.

THE CONTRACTOR SHALL PAY SALES, CONSUMER, USE AND
SIMILAR TAXES FOR THE WORK PROVIDED BY THE CONTRACTOR
THAT ARE LEGALLY ENACTED WHEN BIDS ARE RECEIVED OR
NEGOTIATIONS CONCLUDED, WHETHER OR NOT YET EFFECTIVE OR
MERELY SCHEDULED TO GO INTO EFFECT.

CONTRACTOR SHALL BE RESPONSIBLE FOR ANY COSTS INCURRED
IN THE EVENT THAT THE LOSS OF ANY SERVICE OR DAMAGE
CAUSED BY THE DEMOLITION PERFORMED BY THE CONTRACTOR
PREVENT CONTRACTOR OR OTHER TENANTS FROM CONDUCTING
BUSINESS.

AT COMPLETION OF DEMOLITION ALL DAMAGED FIREPROOFING &
FIRESTOPPING ON EXISTING BUILDING STRUCTURAL

COMPONENTS ARE TO BE RESTORED TO ITS ORIGINAL FIRE
INTEGRITY.

FIELD CONDITIONS MAY REQUIRE MODIFICATIONS TO THE DETAILS
OF THE DRAWINGS AND QUANTITIES OF WORK INVOLVED. THE
WORK SHALL BE CARRIED OUT TO MEET THESE FIELD CONDITIONS
IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

THE OWNER RESERVES THE RIGHT TO MAKE CHANGES IN THE
DRAWINGS AND SPECIFICATIONS AS THE WORK PROGRESSES.
BULLETINS, CHANGE ORDERS, DRAWINGS, SPECIFICATIONS OR
INSTRUCTIONS COVERING SUCH CHANGES WILL BE ISSUED TO THE
CONTRACTOR WHOSE RESPONSIBILITY IT WILL BE TO DISTRIBUTE
THESE IMMEDIATELY AND TO NOTIFY THE FIELD OFFICE AND ALL
SUBCONTRACTORS AFFECTED TO TAKE SUCH MEASURES AS MAY
BE NECESSARY TO AVOID ERRORS IN THE WORK WHICH MAY
OCCUR DUE TO THE USE OF SUPERCEDED DRAWINGS.

ALL PROPOSED EXTRA WORK MUST BE DOCUMENTED AND
SUBMITTED UP BY THE CONTRACTOR IN THE FORM OF A CHANGE
ORDER, WHICH SHALL INCLUDE A FIRM PRICE FOR THE WORK. ALL
CHANGE ORDERS MUST USE, AIA STANDARD FORM (AIA DOCUMENT
G701) AND BE SUBMITTED TO THE CLIENT FOR APPROVAL PRIOR TO
THE COMMENCEMENT OF WORK.

WORK AFFECTED BY CHANGES PROPOSED IN ANY REVISED
DRAWINGS OR OTHER DOCUMENTS ISSUED TO THE CONTRACTOR
SHALL NOT BE EXECUTED UNLESS CHANGES ARE ACCOMPANIED
BY LETTER OF AUTHORIZATION TO PROCEED ACCORDINGLY. IN
CASES WHERE INSTRUCTIONS ACCOMPANYING ANY ISSUE OF
REVISED DRAWINGS OR SPECIFICATIONS REQUEST ESTIMATES OF
COST INVOLVED, SUCH ESTIMATES SHALL BE PREPARED AND
SUBMITTED PROMPTLY IN ORDER NOT TO UNDULY AFFECT THE
PROGRESS OF THE WORK

THE OWNER RESERVES THE RIGHT TO REQUEST AND APPROVE
OVERTIME WORK AT THEIR DISCRETION. OVERTIME WORK
REQUESTED BY THE OWNER MAY BE PAID AT AN ADDITIONAL FEE,
PLUS INSURANCES AND BENEFITS WITHOUT OVERHEAD AND
PROFIT. THE CONTRACTOR SHALL BEAR THE STRAIGHT TIME
PORTION WITH INSURANCES, ETC., OF THE OVERTIME INVOLVED.
THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE
BUILDING MANAGEMENT TO CONFIRM BUILDING RULES,
REGULATIONS, AND CONDITIONS WHICH MIGHT REQUIRE
OVERTIME, AND INCLUDE THAT COST.

THE CONTRACTOR SHALL PRESENT EVIDENCE OF INSURANCES IN
WRITTEN FORM, AS ACCEPTABLE TO THE OWNER, ALL LABOR AND
MATERIALS INSTALLED BY THEM FOR A PERIOD OF NOT LESS THAN
ONE (1) YEAR AFTER DATE OF ACCEPTANCE OF THE WORK BY THE
OWNER EXCEPT AS MODIFIED HEREIN OR ON OTHER DRAWINGS.
SHOULD DEFECTS OCCUR, ALL WORK SHALL BE REPLACED OR
PROPERLY REPAIRED AT NO ADDITIONAL COST TO THE OWNER.

UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL
COORDINATE ALL THIRD PARTY INSPECTORS AND INSPECTIONS.
CONTRACTOR SHALL PROVIDE CERTIFICATES OF INSPECTION AND
A CERTIFICATE OF SUBSTANTIAL COMPLETION (A.LA. DOCUMENT
#G-704) INCLUDING ALL AS-BUILT DRAWINGS.

PRIOR TO FINAL COMPLETION, THE CONTRACTOR SHALL PROVIDE
TO THE ARCHITECT THE RECORD DRAWINGS AND A CONFIRMED
COPY OF THE SPECIFICATIONS. THESE DOCUMENTS, IN DIGITAL
FORM, SHALL BE TRANSMITTED TO THE OWNER PRIOR TO THE
FINAL COMPLETION. ONE  SET OF RECORD DOCUMENTS,
CAD-AS-BUILT, WARRANTIES AND MAINTENANCE INFO SHALL BE
PROVIDED TO THE OWNER IN AN ELECTRONIC AND READABLE
FORMAT THAT IS ACCEPTABLE TO THE OWNER.
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THE CONTRACTOR SHALL SUBMIT A SUBMITTAL SCHEDULE FOR
REVIEW AND APPROVAL. THE ARCHITECT'S ACTION IN REVIEWING
SUBMITTALS SHALL BE TAKEN IN ACCORDANCE WITH THE
APPROVED SUBMITTAL SCHEDULE OR, IN THE ABSENCE OF AN
APPROVED  SUBMITTAL  SCHEDULE, WITH REASONABLE
PROMPTNESS, AND IN SUCH SEQUENCE AS TO ALLOW SUFFICIENT
TIME IN THE ARCHITECT'S PROFESSIONAL JUDGEMENT TO PERMIT
ADEQUATE REVIEW. CONTRACTOR SHALL TRANSMIT EACH
SUBMITTAL SUFFICIENTLY IN ADVANCE OF PERFORMANCE OF
RELATED CONSTRUCTION ACTIVITIES AND SHALL ALLOW
SUFFICIENT REVIEW TIME, SO THAT INSTALLATION WILL NOT BE
DELAYED AS A RESULT OF THE TIME REQUIRED TO PROCESS
SUBMITTALS, INCLUDING TIME FOR RE-SUBMITTALS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
PREPARATION, COORDINATION, PROCESSING AND SUBMISSION OF
SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES. THE
CONTRACTOR SHALL REVIEW ALL SUBMISSIONS FOR COMPLIANCE
WITH THE CONTRACT DOCUMENTS, APPROVE AND SUBMIT TO THE
ARCHITECT SHOP DRAWINGS, PRODUCT DATA, SAMPLES, AND
SIMILAR SUBMITTALS REQUIRED BY THE CONTRACT DOCUMENTS.

THE CONTRACTOR SHALL COORDINATE TRANSMITTAL OF
DIFFERENT TYPES OF SUBMITTALS FOR RELATED ELEMENTS OF
THE WORK SO PROCESSING WILL NOT BE DELAYED BY THE NEED
TO REVIEW SUBMITTALS CONCURRENTLY FOR COORDINATION.

SHOP DRAWINGS SHALL SHOW DESIGN, MATERIALS (KIND,
THICKNESS AND FINISH), DIMENSIONS, CONNECTIONS AND OTHER
DETAILS NECESSARY TO ENSURE THAT THE CONTRACTOR
ACCURATELY INTERPRETS CONTRACT DRAWINGS AND SHALL
ALSO SHOW ADJOINING WORK IN SUCH DETAIL, AS REQUIRED, TO
PROVIDE PROPER CONNECTION WITH SAME.

ALL SHOP DRAWINGS AND PRODUCTS SHALL BE IDENTIFIED WITH
THE NAME OF THE PROJECT, BUILDING OR FLOOR(S), FOR WHICH
THE SHOP DRAWINGS AND PRODUCT DATA ARE BEING SUBMITTED.
ARCHITECT'S NAME AND PROJECT NUMBER, CONTRACTOR'S NAME,
SUBCONTRACOR'S NAME, DATE OF SUBMITTAL, DRAWING NUMBER,
REVISION NUMBER AND DATE OF EACH REVISION, IF ANY, AS WELL
AS THE SPECIFICATION SECTION UNDER WHICH THE WORK IS TO
BE PERFORMED AND THE DRAWINGS AND DETAIL NUMBERS THAT
RELATE TO THE SHOP DRAWINGS AND PRODUCT DATA.

BY SUBMITTING SHOP DRAWINGS, PRODUCT DATA, SAMPLES, AND
SIMILAR SUBMITTALS, THE CONTRACTOR REPRESENTS TO THE
OWNER AND ARCHITECT THAT THE CONTRACTOR HAS (1)
REVIEWED AND APPROVED THEM, (2) DETERMINED AND VERIFIED
MATERIALS, FIELD MEASUREMENTS AND FIELD CONSTRUCTION
CRITERIA RELATED THERETO, OR WILL DO SO AND (3) REVIEWED
AND COORDINATED THE INFORMATION CONTAINED WITHIN SUCH
SUBMITTALS WITH THE REQUIREMENTS OF THE WORK AND OF THE
CONTRACT DOCUMENTS.

THE CONTRACTOR SHALL SUBMIT COPIES OF SHOP DRAWINGS
AND PRODUCT DATA TO THE ARCHITECT AND THE ENGINEER IN
ACCORDANCE WITH SUBMITTAL PROCEDURE NUMBER LISTED
BELOW:

ALL SHOP DRAWING SUBMITTALS ARE TO BE SUBMITTED
DIGITALLY , AND SHOULD BE NUMBERED ACCORDINGLY:

(CSIDIVISION # - ITEM NUMBER - REVISION NUMBER)
|E. 060000-000-00

THE CONTRACTOR WILL BE REQUIRED TO USE A WEB-BASED
PROJECT MANAGEMENT SYSTEM FOR USE BY THE ENTIRE
PROJECT TEAM. THIS SYSTEM WILL MANAGE AND MAINTAIN
THE OWNER'S PROJECT INFORMATION, INCLUDING ACCESS TO
ALL PROJECT DOCUMENTS, DRAWINGS, SUBMITTALS, RFI'S.
ETC.

ALL SAMPLES REQUIRED FOR A PARTICULAR
PRODUCT/BUILDING MATERIAL SHALL BE SUBMITTED
TOGETHER. THREE (3) COPIES OF EACH SHALL BE
SUBMITTED DIRECTLY TO THE ARCHITECT FOR
REVIEW.

SAMPLES SHALL BE SUBMITTED FROM THE SAME SOURCE
WHICH WILL SUPPLY THE ACTUAL JOB. SAMPLES SHALL BE
OF ADEQUATE SIZE TO SHOW QUALITY, TYPE, COLOR,
RANGE, FINISH, TEXTURE & OTHER SPECIFIED
CHARACTERISTICS.

ANY SUBMITTALS/RFI'S SUBMITTED AFTER 3PM ARE CONSIDERED
RECEIVED THE NEXT BUSINESS DAY.

THE ARCHITECT SHALL REVIEW OR TAKE OTHER APPROPRIATE
ACTION UPON THE CONTRACTOR'S SUBMITTALS SUCH AS SHOP
DRAWINGS, PRODUCT DATA AND SAMPLES, BUT ONLY FOR THE
LIMITED PURPOSE OF CHECKING FOR CONFORMANCE WITH
INFORMATION GIVEN AND THE DESIGN CONCEPT EXPRESSED IN
THE CONTRACT DOCUMENTS. REVIEW OF SUCH SUBMITTALS IS
NOT FOR THE PURPOSE OF DETERMINING THE ACCURACY AND
COMPLETENESS OF OTHER INFORMATION SUCH AS DIMENSIONS,
QUANTITIES, AND INSTALLATION OR PERFORMANCE OF
EQUIPMENT OR SYSTEMS, WHICH ARE THE CONTRACTOR'S
RESPONSIBILITY. THE ARCHITECT'S REVIEW SHALL NOT
CONSTITUTE APPROVAL OF SAFETY PRECAUTIONS OR OF ANY
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES OR
PROCEDURES. THE ARCHITECT'S REVIEW OF A SPECIFIC ITEM
SHALL NOT INDICATE REVIEW OF AN ASSEMBLY OF WHICH THE
ITEM IS A COMPONENT.

10.

10.1

DEFINITIONS OF SUBMITTAL ACTIONS:

"REVIEWED" INDICATES THAT THE INFORMATION
SUBMITTED WAS FOUND TO BE IN CONFORMANCE WITH
THE DESIGN CONCEPT AND IN COMPLIANCE WITH THE
REQUIREMENTS OF THE CONTRACT DOCUMENTS.
CONTRACTOR MAY PROCEED WITH PERFORMANCE OF
THE WORK COVERED BY THE SUBMITTAL.

10.2 "FURNISH AS CORRECTED, RESUBMIT FOR RECORD"

INDICATES THAT THE INFORMATION SUBMITTED WAS
FOUND TO BE IN CONFORMANCE WITH THE DESIGN
CONCEPT AND IN COMPLIANCE WITH THE REQUIREMENTS
OF THE CONTRACT DOCUMENTS, PROVIDED THE NOTED
CLARIFICATIONS OR CORRECTIONS ARE COMPLETED.
SUBMISSION OF A CORRECTED SUBMITTAL INDICATING
THE CHANGES NOTED BY ARCHITECT/ENGINEER IS
REQUIRED FOR RECORD ONLY. CONTRACTOR MAY
PROCEED WITH PERFORMANCE OF THE WORK COVERED
BY THE SUBMITTAL.

10.3 "REVISE AND RESUBMIT/ PRIOR TO FABRICATION"

INDICATES THAT:

(1) INFORMATION SUBMITTED IS AT LEAST PARTIALLY NOT IN
CONFORMANCE WITH THE DESIGN CONCEPT,

(2) INFORMATION SUBMITTED IS AT LEAST PARTIALLY NOT IN
COMPLIANCE WITH THE REQUIREMENTS OF THE CONTRACT
DOCUMENTS,

(3) SUBMITTAL IS INCOMPLETE AND DOES NOT INCLUDE

ALL ITEMS REQUIRED BY THE INDIVIDUAL SPECIFICATION
SECTIONS, OR

(4) CERTIFICATIONS OR COMPUTATIONS REQUIRED BY THE
CONTRACT DOCUMENTS HAVE NOT BEEN INCLUDED IN THE
SUBMITTAL. SUBMITTAL WILL BE RETURNED TO CONTRACTOR
NOTING THE REASONS FOR NONCOMPLIANCE. CONTRACTOR
SHALL NOT PROCEED WITH THE PERFORMANCE OF THE
WORK COVERED BY SUBMITTAL UNTIL CORRECTED
INFORMATION IS RE-SUBMITTED AND REVIEWED.

104 "REJECTED" INDICATES THAT THE ARCHITECT/ENGINEER

1.

12.

13.

14,

15.

INTERPRETS THE INFORMATION SUBMITTED IS NOT IN
CONFORMANCE WITH THE DESIGN CONCEPT ORNOT IN
COMPLIANCE WITH THE CONTRACT DOCUMENTS.
PERFORMANCE OF THE WORK SHALL NOT PROCEED

UNTIL SUBMITTAL IS REVISED, RESUBMITTED AND REVIEWED.

THE REVIEW FOR EACH SUBMITTAL IS LIMITED TO THE INITIAL
SUBMISSION, AND 1 RESUBMISSION ONLY IF RESUBMISSION IS
REQUIRED BY THE ARCHITECT UNDER THE INITIAL REVIEW. ANY
SUBMITTAL/PRODUCT DATA THAT REQUIRES MORE THAN

REVIEWS WILL BE CONSIDERED AN ADDITIONAL SERVICE,
CHARGED TO THE CONTRACTOR.

THE CONTRACTOR SHALL DIRECT SPECIFIC ATTENTION, IN
WRITING OR ON RESUBMITTED SHOP DRAWINGS, PRODUCT DATA,
SAMPLES, OR SIMILAR SUBMITTALS, TO REVISIONS OTHER THAN
THOSE REQUESTED BY THE ARCHITECT ON PREVIOUS
SUBMITTALS. IN THE ABSENCE OF SUCH WRITTEN NOTICE, THE
ARCHITECT'S APPROVAL OF A RESUBMISSION SHALL NOT APPLY
TO SUCH REVISIONS.

THE CONTRACTOR SHALL PERFORM NO PORTION OF THE WORK
FOR WHICH THE CONTRACT DOCUMENTS REQUIRE SUBMITTAL
AND REVIEW OF SHOP DRAWINGS, PRODUCT DATA, SAMPLES, OR
SIMILAR SUBMITTALS UNTIL THE RESPECTIVE SUBMITTAL HAS
BEEN APPROVED BY THE ARCHITECT.

WORK SHALL BE IN ACCORDANCE WITH APPROVED SUBMITTALS
EXCEPT THAT THE CONTRACTOR SHALL NOT BE RELIEVED OF
RESPONSIBILITY FOR DEVIATIONS FROM REQUIREMENTS OF THE
CONTRACT DOCUMENTS BY THE ARCHITECT'S APPROVAL OF SHOP
DRAWINGS, PRODUCT DATA, SAMPLES, OR SIMILAR SUBMITTALS
UNLESS THE CONTRACTOR HAS SPECIFICALLY INFORMED THE
ARCHITECT IN WRITING OF SUCH DEVIATION AT THE TIME OF
SUBMITTAL AND (1) THE ARCHITECT HAS GIVEN WRITTEN
APPROVAL TO THE SPECIFIC DEVIATION AS A MINOR CHANGE IN
THE WORK, OR (2) A CHANGE ORDER OR CONSTRUCTION CHANGE
DIRECTIVE HAS BEEN ISSUED AUTHORIZING THE DEVIATION. THE
CONTRACTOR SHALL NOT BE RELIEVED OF RESPONSIBILITY FOR
ERRORS OR OMISSIONS IN SHOP DRAWINGS, PRODUCT DATA,
SAMPLES OR SIMILAR SUBMITTALS BY THE ARCHITECT'S
APPROVAL THEREOF.

FOR WORK THAT IS TO BE DESIGNED BY THE CONTRACTOR OR
MANUFACTURER, THE CONTRACTOR SHALL BE REQUIRED TO
SUBMIT DESIGN CALCULATIONS AND SHOP DRAWINGS THAT ARE
SIGNED AND SEALED BY A LICENSED PROFESSIONAL ENGINEER IN
THE STATE WORK SHALL BE PERFORMED.

1.1.

5.1.

9.1

9.2

9.3

10.

THE CONTRACTOR SHALL DELIVER, STORE AND HANDLE
PRODUCTS IN  ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS, USING MEANS AND METHODS THAT WILL
PREVENT DAMAGE, DETERIORATION AND LOSS, INCLUDING THEFT;
CONTROL DELIVERY SCHEDULES TO MINIMIZE LONG-TERM
STORAGE AT THE SITE AND PREVENT OVERCROWDING OF
CONSTRUCTION SPACES; AND IN PARTICULAR, COORDINATE
DELIVERY AND INSTALLATION TO ENSURE MINIMUM HOLDING OF
STORAGE TIMES FOR ITEMS KNOWN OR RECOGNIZED TO BE
FLAMMABLE, HAZARDOUS, EASILY DAMAGED, OR SENSITIVE TO
DETERIORATION, THEFT AND OTHER SOURCES OF LOSS.

THE CONTRACTOR SHALL DELIVER PRODUCTS TO THE SITE IN THE
MANUFACTURER'S SEALED CONTAINER OR OTHER PACKAGING
SYSTEM, COMPLETE WITH LABELS AND INSTRUCTIONS FOR
HANDLING, STORING, UNPACKING, PROTECTING AND INSTALLING.
THE CONTRACTOR SHALL STORE PRODUCTS AT THE SITEINA M
MANNER THAT WILL FACILITATE INSPECTION AND MEASUREMENT
OF QUANTITY OR COUNTING OF UNITS. STORE HEAVY MATERIALS
IN'A MANNER THAT WILL NOT ENDANGER THE SUPPORTING C
CONSTRUCTION.

IN THE CASE OF A DISCREPANCY BETWEEN A DESCRIPTION OR
REQUIREMENT IN THE CONTRACT DRAWINGS FOR ANY MATERIAL
OR EQUIPMENT AND A CATALOG NUMBER, OR OTHER
DESIGNATION FOR THE SAME MATERIAL OR EQUIPMENT, (EVEN
THOUGH STATED TO BE ACCEPTABLE), THE DESCRIPTION OR
REQUIREMENTS SHALL CONTROL.

TO THE FULLEST EXTENT POSSIBLE, PROVIDE PRODUCTS OF THE
SAME GENERIC KIND, FROM A SINGLE SOURCE, FOR EACH UNIT OF
WORK. PRODUCTS REQUIRED FOR WORK SHALL BE PROVIDED
FROM RELIABLE SOURCES CAPABLE OF PRODUCING AND
DELIVERING UNIFORMLY ACCEPTABLE PRODUCTS, IN
ACCORDANCE WITH CONTRACT TIME REQUIREMENTS.

IF IT IS DISCOVERED THAT SPECIFIED PRODUCTS ARE AVAILABLE
ONLY FROM SOURCES THAT DO NOT OR CANNOT PRODUCE AN
ADEQUATE QUANTITY TO COMPLETE PROJECT REQUIREMENTS IN
A TIMELY MANNER, CONSULT WITH THE ARCHITECT/ENGINEER FOR
A DETERMINATION OF WHAT PRODUCT QUALITIES ARE MOST
IMPORTANT BEFORE PROCEEDING.

COMPATIBILITY OF PRODUCTS IS A BASIC REQUIREMENT OF
PRODUCT SELECTION. WHEN THE CONTRACTOR IS GIVEN THE
OPTION OF SELECTING BETWEEN TWO OR MORE PRODUCTS FOR
USE ON THE PROJECT, THE PRODUCT SELECTED SHALL BE
COMPLETELY COMPATIBLE WITH OTHER PRODUCTS PREVIOUSLY
SELECTED, EVEN IF THE PRODUCTS PREVIOUSLY SELECTED WERE
ALSO CONTRACTOR'S OPTIONS.

WHEREVER ON THE CONTRACT DOCUMENTS A PARTICULAR
BRAND OR MAKE OF MATERIAL OR EQUIPMENT IS SHOWN OR
SPECIFIED (AND WHETHER OR NOT WITH THE WORDS "OR
APPROVED EQUAL" OR WORDS OF SIMILAR IMPACT), ANY OTHER
BRAND OR MAKE, WHICH IN THE SOLE OPINION OF THE
ARCHITECT/ENGINEER IS EQUAL TO THAT SHOWN OR SPECIFIED
MAY BE SUBSTITUTED; BUT ONLY AFTER BEING SUBMITTED TO,
AND EXPRESSLY APPROVED, BY THE ARCHITECT/ENGINEER.

THE CONTRACTOR'S REQUEST FOR CHANGES IN THE PRODUCTS,
MATERIALS, EQUIPMENT, AND METHODS OF CONSTRUCTION
REQUIRED BY THE CONTRACT DOCUMENTS ARE CONSIDERED
REQUESTS FOR "SUBSTITUTIONS".

REVISIONS TO THE CONTRACT DOCUMENTS, WHERE
REQUESTED BY THE OWNER, ARCHITECT OR ENGINEER, ARE
CONSIDERED AS "CHANGES", NOT SUBSTITUTIONS.

SPECIFIED CONTRACTOR OPTIONS ON PRODUCTS AND
CONSTRUCTION METHODS INCLUDED IN THE CONTRACT
DOCUMENTS ARE CHOICES AVAILABLE TO THE CONTRACTOR
AND ARE NOT SUBJECT TO THE REQUIREMENTS FOR
SUBSTITUTIONS.

CONTRACTOR'S DETERMINATION OF AND COMPLIANCE WITH
GOVERNING REGULATIONS AND ORDERS, AS ISSUED BY
GOVERNING AUTHORITIES, DO NOT CONSTITUTE
"SUBSTITUTIONS" AND DO NOT CONSTITUTE A BASIS FOR
CHANGE ORDERS, EXCEPT AS OTHERWISE PROVIDED IN THE
CONTRACT DOCUMENTS.

NOTWITHSTANDING SUCH APPROVAL, HOWEVER, THE
CONTRACTOR ASSUMES THE RISK THAT SUCH BRAND OR MAKE IS
NOT EQUAL TO THAT SHOWN OR SPECIFIED AND IF AT ANY TIME
THE SUBSTITUTE SHALL APPEAR TO NOT BE EQUAL, THE
CONTRACTOR SHALL REPLACE THE SUBSTITUTE.

CONSTRUCTION CALLED FOR BY THE CONTRACT DOCUMENTS MAY
BE ADAPTED FOR A PARTICULAR BRAND OR MAKE OF MATERIAL
OR EQUIPMENT. THEREFORE, IF ANY CONSTRUCTION NOT
REQUIRED BY THE CONTRACT DRAWINGS IN THEIR PRESENT FORM
IS NECESSARY BECAUSE OF THE USE OF ANOTHER BRAND OR
MAKE OF MATERIAL OR EQUIPMENT, SUCH CONSTRUCTION SHALL
BE FURNISHED OR PERFORMED BY THE CONTRACTOR AT HIS
EXPENSE AND SUBJECT TO THE REVIEW OF THE
ARCHITECT/ENGINEER AT NO COST TO THE OWNER.
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STANDARD SYMBOLS

BUILDING INFO & CODE SYNOPSTS

A HNDRL HAND RAIL SND SANITARY NAPKIN DISPOSAL
A/C AIR CONDITIONING HO HOLD OPEN SNV SANITARY NAPKIN VENDOR
AN AUDIO VISUAL HORIZ HORIZONTAL SP START POINT
ACST ACOUSTICAL HP HIGH POINT SPC SYNTHETIC POLYMER COUNTERTOP
ACT ACOUSTICAL CEILING TILE HR HOUR(S) (FIRE RESISTANCE RATING) SPEC SPECIFICATION(S)
AD AREA DRAIN HT HEIGHT sQ SQUARE
ADDL ADDITIONAL HW HOT WATER SQFT SQUARE FOOT(AGE)
ADJ ADJACENT HVAC HEATING, VENTILATION, AIR CONDITIONING SIS STAINLESS STEEL
ADR ACCESS DOOR HWY HIGHWAY ST STONE
AE ARCHITECT/ENGINEER STC SOUND TRANSMISSION CLASS
AF ACCESS FLOOR | STD STANDARD
AFF ABOVE FINISH FLOOR ID INSIDE DIAMETER STN STATION LINE
AGGR AGGREGATE INCL INCLUDE(D) / INCLUSIVE / INCLUDING STL STEEL
AHU AIR HANDLING UNIT INFO INFORMATION STOR STORAGE
ALT ALTERNATE INS INSULATION / INSULATE(D) STRUCT STRUCTURE/STRUCTURAL
ALUM ALUMINUM INT INTERIOR SURFMTD  SURFACE MOUNTED
ANOD ANODIZED SUSP SPEND(ED) / SUSPENSION
AOR ARCHITECT OF RECORD _ SW SOUTHWEST
APPROX APPROXIMATE (LY) Jc JANITOR CLOSET SWBD SWITCHBOARD
APT APARTMENT JF JOINT FILLER SYMM SYMMETRICAL
ARC ARCHITECT (URAL) CONCRETE JG JOINT GASKET
AUTO AUTOMATIC JT JOINT T
AUX AUXILIARY T TREAD
AVG AVERAGE I ¢ TG TONGUE AND GROOVE
KD KNOCK DOWN TC TRAFFIC COATING
B KIT KITCHEN D TRENCH DRAIN
BD BOARD KO KNOCKOUT TEL TELEPHONE
BDF BOARD FOOT KPL KICKPLATE TEMP TEMPERATURE
BEV BEVELED TER TERRAZZO
BG BUMPER GUARD THK THINK(NESS)
BLDG BUILDING _ L THRES THRESHOLD
BLKG BLOCKING LAB LABORATORY TO TOP OF
BM BEAM LAM LAMINATE(D) TOC TOP OF CURB
BMK BENCHMARK LAV LAVATORY TOPO TOPOGRAPHY (MAP)
BO BOTTOM OF LBS POUNDS TPD TOILET PAPER DISPENSER
BOC BOTTOM OF CURB LD LINEAR DIFFUSER TRANS TRANSOM
BR BEDROOM LF LINEAR FOOT v TELEVISION
BRK BRICK LH LEFT HAND TYP TYPICAL
BRZ BRONZE LHR LEFT HAND REVERSE
BSMT BASEMENT LL LIVE LOAD U
BS BRASS LONG LONGITUDINAL uc UNDERCUT
BTU BRITISH THERMAL UNIT LP LOW POINT uL UNDERWRITERS LABORATORIES
LR LIVING ROOM UNFIN UNFINISHED
C LTG LIGHTING UNO UNLESS NOTED OTHERWISE
CAP CAPACITY LVR LOUVER(ED) UPS UNINTERRUPTED POWER SUPPLY
cB CATCH BASIN uo UNDERSIDE OF
CCTV CLOSED CIRCUIT TELEVISION __ M UON UNLESS OTHERWISE NOTED
CFM CUBIC FEET PER MINUTE MACH MACHINE
CG CORNER GUARD(S) MAINT MAINTAIN / MAINTENANCE Y
Cl CAST IRON MATL MATERIAL VAC VACCUUM
CIP CAST IN PLACE MAX MAXIMUM VERT VERTICAL
cJ CONTROL JOINT MB METAL BASE VEST VESTIBULE
CL. CENTER LINE MECH MECHANICAL VIF VERIFY IN FIELD
CLG CEILING MER MECHANICAL EQUIPMENT ROOM VNR VENEER
CLGHT CEILING HEIGHT MED MEDIUM VOL VOLUME
CLO CLOSET MEZZ MEZZANINE
CLROPNG  CLEAR OPENING MFR MANUFACTURER
cMU CONCRETE MASONRY UNIT MH MANHOLE
Cco CLEANOUT MIN MINIMUM
coL COLUMN MISC MISCELLANEOUS
CONC CONCRETE ML METAL LATH W
CONF CONFERENCE MLWK MILLWORK W WEST
CONN CONNECT(ION) MLDG MOLDING W/ WITH
CONSTR CONSTRUCTION MO MASONRY OPENING W/0 WITHOUT
CONT CONTINUOUS / CONTINUE MP METAL PANEL WB WOOD BADGE
CONV CONVECTOR MTD MOUNTED WCV/WC WALL COVERING
CORR CORRIDOR MTL METAL WD WOOD
CPT CARPET(ED) MUL MULLION WDF WOOD DOOR AND FRAME
CSK COUNTERSINK / COUNTERSUNK WH WALL HYDRANT
CSWK CASEWORK ___ N Wi WROUGHT IRON
cT CERAMIC TILE N NORTH WLD WELDED
CTR CENTER N/A NOT APPLICABLE WP WORK POINT
cu CUBIC NC NOISE CRITERIA WPS WATERPROOFING SYSTEM
CcwW COLD WATER NE NORTHEAST WR WEATHER RESISTANT
NIC NOT IN CONTRACT WRB WARDROBE
D NO NUMBER WS WEATHER STRIP
DB DECIBEL NOM NOMINAL WT WEIGHT
DBL DOUBLE NRC NOISE REDUCTION COEFFICIENT WTR WINDOW TREATMENT
DD DECK DRAIN NTS NOT TO SCALE wv WOOD VENEER
DEG DEGREE(S) NW NORTHWEST WWF WELDED WIRE FABRIC
DEPT DEPARTMENT
DTL DETAIL(S) __ 0
DF DRINKING FOUNTAIN OA OUTSIDE AIR
DH DOUBLE HUNG oC ON CENTER
DIA DIAMETER occ OCCUPANCY
DIAG DIAGONAL oD OUTSIDE DIAMETER
DIFF DIFFUSER(S) OF OUTSIDE FACE
DIM DIMENSION(S) OFD OVERFLOW DRAIN
DISP DISPENSER OFF OFFICE
DIV DIVIDE/DIVISION OHP/OH DR OVERHEAD COILING DOOR
DL DEAD LOAD OPH OPPOSITE HAND
DMPF DAMPPROOFING OPNG OPENING
DMPR DAMPER OPP OPPOSITE
DN DOWN OPR OPERATING/ OPERABLE
DP DRAINAGE PANEL ORD OVERFLOW ROOF DRAIN
DR DINING ROOM 0z OUNCE
DRP DRAPERY
DWG DRAWING(S) __ P
DWTR DUMBWAITER PA PUBLIC ADDRESS
PAR PARALLEL
PART PARTIAL
PAV PAVERS
__E PB PARTICLE BOARD
E EAST PCC PRECAST CONCRETE
EA EACH PE PASSENGER ELEVATOR
EC EXPOSED CONSTRUCTION PERF PERFORATED
EIFS EXTERIOR INSULATED FINISH SYSTEM PL PROPERTY LINE
EJ EXPANSION JOINT PLA PLASTER
EL ELEVATION (GRADE) PLAM PLASTIC LAMINATE
ELAST ELASTOMERIC PLBG PLUMBING
ELEC ELECTRIC(AL) PLYWD/PLY PLYWOOD
ELECCLO  ELECTRIC CLOSET PNEU PNEUMATIC
ELEV ELEVATOR POL POLISHED
EM ENTRANCE MAT PR PARR
EMER EMERGENCY PREFAB PREFABRICATE(D)
ENCL ENCLOSURE (ENCLOSED) PROJ PROJECT
ENTR ENTRANCE PROP PROPERTY
EOR ENGINEER OF RECORD PSF PER SQUARE FOOT
EOS EDGE OF SLAB PSI PER SQUARE INCH
EQ EQUAL PT/PTD PAINT(ED)
EQUIP EQUIPMENT PTN PARTITION
ESCAL ESCALATOR PVC POLYVINYL CHLORIDE
EW EACH WAY PVG PAVING
EWC ELECTRIC WIRE CABINET PWR POWER
EXH EXHAUST
EXIST EXISTING __Q
EXP EXPOSED QT QUARRY TILE
EXPN EXPANSION QTY QUANTITY
EXT EXTERIOR QUAL QUALITY
__F
F FAHRENHEIT
FA FIRE ALARM __R
FAAP FIRE ALARM ANNUNCIATOR PANEL R RISER
FAB FABRIC RA RETURN AIR
FACP FIRE ALARM CONTROL PANEL RAD RADIUS
FAI FRESH AIR INTAKE RB RESILIENT BASE
FD FLOOR DRAIN INTAKE RC REINFORCED CONCRETE
FDMPR FIRE DAMPER RD ROOF DRAIN
FDTN FOUNDATION RECPT RECEPTACLE
FE FREIGHT ELEVATOR RECT RECTANGLE
FEC FIRE EXTINGUISHER CABINET REF REFERENCE
FH FIRE HYDRANT REFR REFRIGERATOR
FHC FIRE HOSE CABINET REG REGISTER
FHR FIRE HOSE RACK (REEL) REINF REINFORCE (D, -ING, -MENT)
FIN FINISH(ED) REQD REQUIRED
FIN FL FINISHED FLOOR REV REVISED/REVISION
FIN GR FINISH GRADE RF RESILIENT FLOORING
FPS FIRE ALARM PULL STATION RFA ROOFING ACCESSORIES
RH RIGHT HAND
_ G RHR RIGHT HAND REVERSE
G GAS RM ROOM
GA GAUGE RMX RESIN MATRIX
GAL GALLON (8S) RND ROUND(ED)
GALV GALVANIZED RO ROUGH OPENING
GC GENERAL CONTRACTOR ROW RIGHT OF WAY
GFRC GLASS FIBER REINFORCED CONCRETE RPM REVOLUTIONS PER MINUTE
GFRG GLASS FIBER REINFORCED GYPSUM RR RAILROAD
Gl GALVANIZED IRON RS ROOFING SYSTEM
GL GLASS S
GL BLK GLASS BLOCK S SOUTH
GND GROUND SA SUPPLY AR
GPH GALLONS PER HOUR SAN SANITARY
GPM GALLONS PER MINUTE SB SPLASH BACK
GRD GRADE SCHED SCHEDULE(D)
GRL GRILLE SE SOUTHEAST
GWB GYPSUM WALL BOARD SEAL SEALANT
SECT SECTION
H SHR SHOWER
HB HOSE BIB SHT SHEET
HD HEAD SHTHG SHEATHING
HDW HARDWARE SIM SIMILAR
HEX HEXAGON(AL) SLDG SLIDE/ SLIDING
HM HOLLOW METAL SMR SHEET METAL ROOFING
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INDICATES REFERENCE DRAWING NUMBER

INDICATES ELEVATION INDICATOR

INDICATES BUBBLED/CLOUDED AREA OF REVISION,
BULLETIN OR ADDENDUM

INDICATES BENCHMARK STARTING POINT SYMBOL

INDICATES BREAK POINT BETWEEN (2)
OBJECTS/MATERIALS

INDICATES ENLARGED PLAN (REFER TO DETAIL
AND PLAN ON SPECIFIC SHEET)

INDICATES CENTERLINE

INDICATES PROPERTY LINE

INDICATES LINE OF SOFFIT ABOVE, SEE
REFLECTED CEILING PLANS

INDICATES BREAKLINE

INDICATES ROOM/SPACE NAME
INDICATES ROOM/SPACE NUMBER

INDICATES ALIGNMENT OF ADJACENT SURFACES

EXISTING CONSTRUCTION TO REMAIN

INDICATES AREA NOT IN CONTRACT

INDICATES 1 HOUR FIRE RATED PARTITION

INDICATES 2 HOUR FIRE RATED PARTITION

INDICATES 3 HOUR FIRE RATED PARTITION

INDICATES 4 HOUR FIRE RATED PARTITION

INDICATES SMOKE BARRIER

INDICATES NORTH ARROW

INDICATES DIMENSION LINE

INDICATES KEY NOTE REFERENCE TO A SPECIFIC
ITEM ON A DRAWING

INDICATES EXISTING TO REMAIN

INDICATES CHANGE IN ELEVATION

1. PROJECT ADDRESS

238 MAIN STREET
GREENPORT NY 11944

2. ZONING INFORMATION

TAX MAP: 1001

DISTRICT: (CR)

SPECIAL DISTRICT:  GREENPORT VILLAGE HISTORIC DISTRICT
FLOOD ZONE: NO

3. SCOPE OF WORK: REPLACEMENT IN KIND OF SINGLE ENTRY DOOR
AND ARCHED TRANSOM. SAND PLYWOOD AT ARCHES ABOVE
WINDOWS ANS REPAINT TO MATCH NEW COLOR SCHEME. CLEAN
AND REPAIR THE CLOCK/ SIGN. FOR THE TWO EXTERIOR CANOPIES
REPLACE ALUMINUM BAND AND REPLACE IN KIND FINISHES
UNDERNEATH THE CANOPY, CANOPY LIGHTS TO REMAIN. PROVIDE
NEW ARCH WINDOW AT TOP PEDIMENT OF BUILDING ON THE WEST
SIDE. REMOVE AND REPAINT EXTERIOR. NO CHANGE IN USE
OCCUPANCY OR EGRESS.

EXISITNG LAND USE: BANK/ COMMERCIAL, REZONING NOT REQUIRED.
THE SITE IS LOCATED ALONG MAIN ST. WITHIN THE SUFFOLD COUNTY.

THE SITE IS CURRENTLY AN OPEN CHASE BANK WITH DRIVE-UP TELLER
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PLOT PLAN

AREA OF WORK —\

CORRESPONDENCE

CLIENT:

ANDY SHOVER

PROJECT MANAGER

WORK DYNAMICS

JLL | JPMORGAN CHASE

237 PARK AVE 12TH FLO | NEW YORK | NY
P:  +1347 404 8436
ANDY.SHOVER@JPMCHASE.COM

ARCHITECT OF RECORD :

TPG ARCHITECTURE, LLC

AOR: MICHAEL HAYES

MANAGING EXECUTIVE: BETTE SAMUEL
132 WEST 31ST STREET (31 PENN PLAZA)
NEW YORK, NY 10001

TEL: (212) 536-5017
MHAYES@TPGARCHITECTURE.COM

TPG ARCHITECTURE PROJECT MANAGER :

TIM O'BRIEN

F:  (646) 265 - 8723
E: OBRIEN@TPGARCHITECTURE.COM

BUILIDING DEPEARTMENT EXPEDITOR / CODE CONSULTANT:

E: §r212g 536-5102

PROJECT EXPEDITERS CONSULTING
28 STATION STREET

MANALAPAN, NJ 07726

CORAL SILSBE

P: (732) 786 - 2484 EXT. 202

C: (732)672-1963

F: (732) 617 - 6966

EMAIL: CSILSBE@PECONSULTINGCORP.COM

SPECIAL INSPECTIONS:

THIRD PARTY CONSULTANTS (TPC)
1178 BROADWAY, 4TH FLOOR
NEW YORK, NY 10001

Steve Waehler
steve@yourTPC.com
cell (917) 693-3306
Brian McMahon
brian@yourTPC.com
cell (631) 921-4893

APPLICABLE BUILDING CODES

BUILDING CODE: 2020 BUILDING CODE OF NEW YORK STATE
ACCESSIBILITY: ICC/ANSI A117.1-2209

BUILDING: 2020 BUILDING CODE OF NEW YORK STATE
MECHANICAL: 2020 MECHANICAL CODE OF NEW YORK STATE
PLUMBING: 2020 PLUMBING CODE OF NEW YORK STATE
ELECTRICAL: NEW YORK STATE ELECTRICAL CODE 2017
FIRE ALARM: NEW YORK STATE FIRE SPRINKLER CODE 2016
SPRINKLER: NEW YORK STATE FIRE SPRINKLER CODE 2016
ENERGY: 2020 ENERGY CONSERVATION CONSTRUCTION
CODE OF NEW YORK STATE
ADA: NEW YORK TATE ACCESSIBILITY CODE 2009
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Town'of: Southold
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NOTES TO USERS LEGEND

This map is for use in administering the National Flood Insurance Program. It
does not necessarily identify all areas subject to flooding, particularly from local SPECIAL FLOOD HAZARD AREAS SUBJECT TO INUNDATION

drainage sources of small size. The community map repository should be 1440000 FT 7220975 — BY THE 1% ANNUAL CHANCE FLOOD
consulted for possible updated or additional flood hazard information. 1435000 FT JOINS PANEL 0063 : ™ 41°07'30 T 39l st o K o e s o, e e sl ek Beme 156

Sy #56°°"N chance of being equaled or exceeded in any given year. The Special Aood Hazard Area is the
\ area subject to flooding by the 1% annual chance flood. Areas of Spedial Flood Hazard include
Zones A, AE, AH, AQ, AR A99, V, and VE. The Base Flood Elevation is the water-surface
elevation of the 1% annual chance flood.

72°22'30"
To obtain more detailed information in areas where Base Flood Elevations 41°07'30"
(BFEs) and/or floodways have been determined, users are encouraged to consult P o

the Flood Profiles and Floodway Data and/or Summary of Stillwater Elevations : > Stvi . " » M@
tables contained within the Flood Insurance Study (FIS) report that accompanies Koo ] 2 : o s

T

this FIRM. Users should be aware that BFEs shown on the FIRM represent ZONEA No Base Flood Elevations determined.

rounded whole-foot elevations. These BFEs are intended for flood insurance : X ; 2 ZONE AE Base Food Elevations determined.

rating purposes only and should not be used as the sole source of flood : : ‘ i E 4 g W N - e % k : SR ZONE AH Flood depths of 1 to 3 feet (wswally areas of pording): Base Flood

elevation information. Accordingly, flood elevation data presented in the FIS CORRORATEIAIMITSTARE RS : ks SO ' e TRy e X ' ¢ Nl By - - _ ! B e Ureely = peniigl:

report should be utilized in conjunction with the FIRM for purposes of COINCIDENTYWITEISHORELINE I , g ; ‘ ; Pt 2 R I 154 oo g ¢ A 3 | ZONE AO Flood depths of 1to 3 feet (usually sheet flow on sloping terrain); average
i i 7 o2 e : gk LIPS A \ : ! & \ 5 3 u y i ITain); ave

constrastiert andfer floodplain management. depths determined. For areas of alluvial fan flooding, velocities also

determined.
Coastal Bame Floog Elevetlons (EFES) Stewn an s Map Spply dhly ZONE AR Special Flood Hazard Area formerly protected from the 1% annual chance

landward of 0.0' North American Vertical Data of 1988 (NAVD 88). Users of this
FIRM should be aware that coastal flood elevations are also provided in the
Summary of Stillwater Elevations and Transect Data tables in the Flood Insurance
Study report for this jurisdiction. Elevations shown in the Summary of Stillwater

flood by a flood control system that was subsequently decertified. Zone AR
indicates that the former flood control system is being restored to provide
protection from the 1% annual chance or greaer flood.

. : ZONE A99 Area to be protected from 1% annual chance flood by a Federal flood
EIevatlo.ns and Transect Data tables should be used for construcpon and/or protection Eystem under cg’nstmcﬁon; no Base %mod Elevations
floodplain management purposes when they are higher than the elevations shown determined.

on this FIRM. ZONE V Coastal flood zone with velocity hazard (wawe adion); no Base Flood
Boundaries of the floodways were computed at cross sections and interpolated Bieyaers deemined.

between cross sections. The floodways were based on hydraulic considerations ZONE VE Coastal flood zone with elodity hazard (wawe action); Base Flood

Hevations determined.

FLOODWAY AREAS IN ZONE AE

The floodway is the channel of a stream plus any adjacent floodplain areas that must be kept free
of encroachment so that the 1% annual chance flood can be carried without substantial increases

with regard to requirements of the National Flood Insurance Program. Floodway
widths and other pertinent floodway data are provided in the Flood Insurance
Study report for this jurisdiction.

Certain areas not in Special Flood Hazard Areas may be protected by flood
control structures. Refer to Section 2.4 "Flood Protection Measures" of the
Flood Insurance Study report for information on flood control structures for this
jurisdiction.

The projection used in the preparation of this map was New York State Plane
FIPSZONE 3104. The horizontal datum was NAD 83, GRS80 spheroid.
Differences in datum, spheroid, projection or State Plane zones used in the
production of FIRMs for adjacent jurisdictions may result in slight positional
differences in map features across jurisdiction boundaries. These differences do
not affect the accuracy of this FIRM.

Flood elevations on this map are referenced to the North American Vertical Datum
of 1988. These flood elevations must be compared to structure and ground
elevations referenced to the same vertical datum. For information regarding
conversion between the National Geodetic Vertical Datum of 1929 and the
North American Vertical Datum of 1988, visit the National Geodetic Survey
website at http:/www.ngs.noaa.gov or contact the National Geodetic Survey at
the following address:

NGS Information Services

NOAA, N/NGS12

National Geodetic Survey

SSMC-3, #9202

1315 East-West Highway

Silver Spring, Maryland 20910-3182

350000 FT |

ZONE X

in flood heights.

OTHER FLOOD AREAS

ZONE X Areas of 0.2% annual chance flood; areas of 1% annual chance flood with
average depths of less than 1 foot or with drainage areas less than
1 square mile; and areas protected by levees from 1% annual chance flood.

OTHER AREAS

ZONE X Areas determined to be outside the 0.2% annual chance floodplan.

iy

ZONE D Areas in which flood hazards are undetermined, but possible.

COASTAL BARRIER RESOURCES SYSTEM (CBRS) AREAS

AR N OTHERWISE PROTECTED AREAS (OPAs)
CBRS areas and OPAs are normally located within or adjacent to Special Flood Hazard Areas.

Z

1% annual chance floodplan boundary
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Floodway boundary

— Zone D boundary
eecccccccccsccce CBRS and CPA boundary

Boundary dividing Special Flood Hazard Area Zones and
boundary dividing Special Flood Hazard Areas of different Base

(301) 713-3242 Flood Elevations, flood depths or flood velocities.
. . L i . . LIMIT OF MODERATE Limit of Moderate Wave Action

To obtain current elevation, description, and/or location information for bench WAVE ACTION o o
marks shown on this map, please contact the Information Services Branch s 513 o Base Flood Hevation line and value; elevation in feet*
of the National Geodetic Survey at (301) 713-3242, or visit its website at (EL 987) Base Aood Elevation value where uniform within zone elevation
http://www.ngs.noaa.gov. in feet*
Base map information shown on this FIRM was provided in digital format by the * Referenced to the North American Vertical Datum of 1988
New York State Office of Cyber Security and Critical Infrastructure Coordination. Cross section line
This information was derived from digital orthophotography produced at a 1.0-foot N _ .
pixel resolution from photography dated 2004. H Limited detal cross section line
Based on updated topographic information, this map reflects more detailed and @ ————— @ Rl
up-to-date stream channel configurations and floodplain delineations than 87°07'45", 32°22'30" Geographic coordinates referenced to the North American Datum
those shown on the previous FIRM for this jurisdiction. As a result, the Flood of 1983 (NAD 83), Western Hemisphere
Profiles and Floodway Data tables for the Northeast Branch Nissequogue River in N *76™"N 1000-meter Universal Transverse Meraator grid values, zone 18
the Flood Insurance Study Report (which contains authoritative hydraulic data) may s . _
reflect stream channel distances that differ from what is shown on this map. Also, > T 600000 FT 5000-foot grid values: state?_ame State PrLane coordinate
the road to floodplain relationships for unrevised streams may differ from what is Sl Z SystEm; spone (FIPRAINE fpszans) sphererime projesiin
shown on previous maps. —

P ps % % DX5510 x Bench mark (see explanation in Notes to Users section of this
Corporate limits shown on this map are based on the best data available at the < Z FIRM panel)
time of publication. Because changes due to annexations or de-annexations may » Q o M15 River Mile
have occurred after this map was published, map users should contact appropriate Z | '
community officials to verify current corporate limit locations. S F MAP REPOSITORY

Refer to listing of Map Repositories on Map Index

Please refer to the separately printed Map Index for an overview map showing
the layout of map panels for this jurisdiction. EFEESQS’K,@GE&SQSET“EWNWPDE
The AE Zone category has been divided by a Limit of Moderate Wave Action Mag 3, TR 2 ISSUED FOR PERMIT 03/18/2025| FA
(LiIMWA). The LIMWA represents the approximate landward limit of the 1.5-foot EFFECTIVE DATE(S) OF REVISION(S) TO THIS PANEL
breaking wave. The effects of wave hazards between the VE Zone and the LIMWA 4S54%0mN September 25, 2009 - to change zone designations, to reflect revised shoreline, to change 1 ISSUED FOR REVIEW 01/28/2025| FA
(or between the shoreline and the LIMWA for areas where VE Zones are not _Spemal F[ood_ Hazard Areas, to update map format, to update the effects ofw_ave action, to
; A S s P incorporate Primary Frontal Dune analysis, to reflect the effects of coastal erosion, to change
identified) will be similar to, but less severe than those in the VE Zone. Base Flood Elevations, and to reflect updated topographic information NO.| REVISION DATE BY
Contact the FEMA Map Service Center at 1-800-358-9616 for information on

available products associated with this FIRM. Available products may include
previously issued Letters of Map Change, a Flood Insurance Study report, and/or
digital versions of this map. The FEMA Map Service Center may also be reached
by Fax at 1-800-358-9620 and its website at http:/msc.fema.gov.

If you have questions about this map or questions concerning the National Flood
Insurance Program in general, please call 1-877-FEMA MAP (1-877-336-2627) or
visit the FEMA website at http://www.fema.gov/business/nfip.

LIMITEORMODERATE

To determine if flood insurance is available in this community, contact your Insurance
agent or all the National Flood Insurance Program at 1-800-638-6620.
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1. SEE ALL DRAWINGS FOR ADDITIONAL NOTES. REFER TO DRAWINGS G-001.00, G-002.00, G-003.00 FOR ADDITIONAL NOTES AND SPECIFICATIONS.

EXISTING PLYWOOD COVER AND CONCEALED ARCH WINDOW TO BE REMOVED.

ALL GLUES, SEALANTS, AND PAINT TO BE LOW OR NO VOC, TYP.
THERE WILL BE NO DEVIATIONS OR SUBSTITUTIONS. ANY DISCREPANCIES SHALL BE SUBMITTED IN WRITING TO THE ARCHITECT OF RECORD.

2. DEMOLITION NOTES ARE BASED ON FIELD OBSERVATIONS AND EXISTING RECORD DOCUMENTS, CONTRACTOR TO REPORT DISCREPANCIES TO ARCHITECT BEFORE DISTURBING XX - ## INDICATES FINISH MATERIAL SEE SHEET AG00

EXISTING INSTALLATION.

EXISTING ENTRY DOOR AND TRANSOM TO BE REMOVED AND REPLACED WITH NEW TO MATCH
EXISTING. REFER TO SHEET A-800.00 FOR ADDITIONAL INFORMATION.

e

GENERAL CONTRACTOR IS RESPONSIBLE FOR BEING FAMILIAR WITH THE BUILDING RULES AND REGULATIONS BEFORE AND DURING THE COURSE OF THIS PROJECT. SHOULD
DXX INDICATES DOOR TAG A CONFLICT ARISE BETWEEN THE CONSTRUCTION DOCUMENTS AND THE BUILDING RULES, THE CONTRACTOR IS TO NOTIFY THE ARCHITECT IMMEDIATELY. BUILDING RULES
AND REGULATIONS SHALL GOVERN EXCEPT WHERE THEY ARE IN CONFLICT WITH APPLICABLE CODES.

3. ANY DAMAGE THAT OCCURRED DURING DEMOLITION WORK TO PERIMETER WALLS & PIERS, INTERIOR COLUMNS, INTERIOR CORE WALLS, FLOORS AND CEILINGS TO REMAIN
SHALL BE REPAIRED BY CONTRACTOR.

EXISTING CANTILEVERING WALL CLOCK TO BE REFURBISHED. REMOVE AND REPLACE EXISTING

e ©

4. CONTRACTOR SHALL BE RESPONSIBLE FOR TEMPORARY LIGHTING & POWER IN AREA OF WORK. PLEXI-GLASS, RUSTED BOLTS, REPAIR CLOCK. REPAIR OR REPLACE DAMAGED OR DENTED 5, GEI\\I/EE&L CA(‘)NJEQC’\)A'IAONR EEATLLRFEFEQPEELY WER/BFE\% l(S,\IlDACKLE/ PLASTER, SANDING, ETC.) ALL NEW & EXISTING DRYWALL / MASONRY SURFACES FOR PAINTING OR WALL
5. CONTRACTOR SHALL HAVE A LICENSED ELECTRICIAN ON PREMISES DURING DEMOLITION AFFECTING ELECTRICAL LINES IN AREA OF WORK METAL ENGLOSURE. SIGNAGE TO BE REMOVED AND REPLACED BY OTHERS, GC TO *0 oS PPACTURERSRECO N
' ' COORDINATE INSTALLATION. 6. PRIOR TO PAINTING ANY AND ALL DENTS, CORNER BEADS, JOINTS & IRREGULARITIES IN NEW OR EXISTING PARTITIONS, CEILINGS, DOORS, FRAMES, ETC. GENERAL
CONTRACTOR SHALL FIX WITH AN APPROPRIATE FILLER SUITABLE FOR THE MATERIAL.
EXISTING CANOPIES TO BE REFURBISHED. REMOVE AND REPLACE VINYL UNDER SIDE WITH
NEW. EXISTING LIGHTING TO REMAIN AND RELAMPED. CONSTRUCT'ON NOTES 7. ALL FINISHES TO BE PURCHASED AT THE SAME TIME TO ENSURE UNIFORMITY OF COLOR.

8. UPON COMPLETION OF THE WORK, THE GENERAL CONTRACTOR SHALL REMOVE FROM THE PREMISES ALL WASTE MATERIALS, RUBBISH, WRAPPINGS, AND CARTONS, ETC., AS
GENERATED BY FINISH MATERIALS.

1. ALL WOOD SPECIFIED AND/OR USED ON THIS PROJECT, SHALL BE FIRE RETARDANT TREATED MATERIAL IN ACCORDANCE WITH ALL APPLICABLE CODES.
REFER TO CIVIL ENGINEERING DRAWINGS FOR SCOPE PERTAINING TO BRICK WALL AND SITE 9. GENERAL CONTRACTOR TO REMOVE EXISTING WINDOW TREATMENT DURING CONSTRUCTION; STORE AND CLEAN ALL SHADES & REINSTALL AFTER WORK IS COMPLETE (TYP.)

5

REMOVALS. INCLUDE COST TO TEMPORARILY REMOVE RAILINGS.
2. ALL EXISTING CONSTRUCTION TO REMAIN SHALL BE PATCHED, REPAIRED, AND PREPARED AS REQUIRED TO RECEIVE NEW FINISHES PER FINISH PLAN. 10, ALL SUBSTRATES TO BE FIRE RETARDANT OR FIRE PROOF.

3. ALL SURFACES OR FINISHES TO REMAIN, IF DAMAGED DURING DEMOLITION OR ANY STAGE OF THE WORK, SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR OWN EXPENSE TO "LIKE
NEW" CONDITION. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DOCUMENT ANY PREEXISTING DAMAGE AND, NOTIFY THE ARCHITECT OF ANY SUCH DAMAGE PRIOR TO PRICING 1. ALL WOOD BASED MATERIALS & PRODUCTS INCLUDING FR

OR BIDDING.
12. AMING, SUB-FLOORING, & WOOD DOORS TO BE FSC CERTIFIED.

13.  ALL NEW SURFACES WHICH ARE TO BE PAINTED SHALL RECEIVE (1) COAT OF PRIMER AND (2) COATS OF FINISH PAINT, (3) COATS TOTAL.
14. SEE SHEET A600 FOR ADDITIONAL FINISH NOTES.
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COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
OR IN ANY WAY CONNECTED WITH THE USE, RE-USE, MIS-USE, MODIFICATION,

GC TO PROVIDE NEW ARCHED WINDOW AND FRAME TO MATCH EXISTING. PROVIDE FLASHING AND WATERPROOFING AS REQUIRED. OR MISINTERPRETATION OF THE MACHINE-READABLE INFORMATION PROVIDED
BY TPG ARCHITECTURE LLP UNDER THIS AGREEMENT.
PATCH AND PREPARE EXTERIOR FACADE FOR NEW FINISHES PROJECT
PATCH AND SAND EXISTING WOOD ARCHES AND PREPARE TO RECEIVE SCHEDULED FINISHES. INCLUDE COST TO REPLACE DAMAGED PLYWOOD WITH NEW. g;?ESREI OGRREREEI\II:Egg;
EXISTING RETAINING WALL BRICK TO BE PATCHED WITH NEW BRICK TO MATCH EXISTING, REFER TO SHEET A600 FOR BRICK SPECIFICATION, EXISTING
238 MAIN STREET,

BRICK RETAINING WALL NOT TO BE PAINTED.
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CONSTRUCTION LEGEND FINISH GENERAL NOTES

1. SEE ALL DRAWINGS FOR ADDITIONAL NOTES.

2. DEMOLITION NOTES ARE BASED ON FIELD OBSERVATIONS AND EXISTING RECORD DOCUMENTS, CONTRACTOR TO REPORT DISCREPANCIES TO ARCHITECT BEFORE DISTURBING

EXISTING INSTALLATION.

3. ANY DAMAGE THAT OCCURRED DURING DEMOLITION WORK TO PERIMETER WALLS & PIERS, INTERIOR COLUMNS, INTERIOR CORE WALLS, FLOORS AND CEILINGS TO REMAIN

SHALL BE REPAIRED BY CONTRACTOR.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR TEMPORARY LIGHTING & POWER IN AREA OF WORK.

5. CONTRACTOR SHALL HAVE A LICENSED ELECTRICIAN ON PREMISES DURING DEMOLITION AFFECTING ELECTRICAL LINES IN AREA OF WORK.

JPMORGAN CHASE €

1. REFER TO DRAWINGS G-001.00, G-002.00, G-003.00 FOR ADDITIONAL NOTES AND SPECIFICATIONS.

ALL GLUES, SEALANTS, AND PAINT TO BE LOW OR NO VOC, TYP.

XX - ## INDICATES FINISH MATERIAL SEE SHEET A600

THERE WILL BE NO DEVIATIONS OR SUBSTITUTIONS. ANY DISCREPANCIES SHALL BE SUBMITTED IN WRITING TO THE ARCHITECT OF RECORD.

S

GENERAL CONTRACTOR IS RESPONSIBLE FOR BEING FAMILIAR WITH THE BUILDING RULES AND REGULATIONS BEFORE AND DURING THE COURSE OF THIS PROJECT. SHOULD
DXX INDICATES DOOR TAG A CONFLICT ARISE BETWEEN THE CONSTRUCTION DOCUMENTS AND THE BUILDING RULES, THE CONTRACTOR IS TO NOTIFY THE ARCHITECT IMMEDIATELY. BUILDING RULES
AND REGULATIONS SHALL GOVERN EXCEPT WHERE THEY ARE IN CONFLICT WITH APPLICABLE CODES.

5. GENERAL CONTRACTOR SHALL PROPERLY PREPARE (SPACKLE/ PLASTER, SANDING, ETC.) ALL NEW & EXISTING DRYWALL / MASONRY SURFACES FOR PAINTING OR WALL
COVERING AS PER MANUFACTURER'S RECOMMENDATION.

6. PRIOR TO PAINTING ANY AND ALL DENTS, CORNER BEADS, JOINTS & IRREGULARITIES IN NEW OR EXISTING PARTITIONS, CEILINGS, DOORS, FRAMES, ETC. GENERAL
CONTRACTOR SHALL FIX WITH AN APPROPRIATE FILLER SUITABLE FOR THE MATERIAL.

CONSTRUCT'ON NOTES 7. ALL FINISHES TO BE PURCHASED AT THE SAME TIME TO ENSURE UNIFORMITY OF COLOR.

8. UPON COMPLETION OF THE WORK, THE GENERAL CONTRACTOR SHALL REMOVE FROM THE PREMISES ALL WASTE MATERIALS, RUBBISH, WRAPPINGS, AND CARTONS, ETC., AS
GENERATED BY FINISH MATERIALS.

1. ALLWOOD SPECIFIED AND/OR USED ON THIS PROJECT, SHALL BE FIRE RETARDANT TREATED MATERIAL IN ACCORDANCE WITH ALL APPLICABLE CODES. 9. GENERAL CONTRACTOR TO REMOVE EXISTING WINDOW TREATMENT DURING CONSTRUCTION; STORE AND CLEAN ALL SHADES & REINSTALL AFTER WORK IS COMPLETE (TYP.)

2. ALL EXISTING CONSTRUCTION TO REMAIN SHALL BE PATCHED, REPAIRED, AND PREPARED AS REQUIRED TO RECEIVE NEW FINISHES PER FINISH PLAN. 10 ALL SUBSTRATES TO BE FIRE RETARDANT OR FIRE PROOF.

3. ALL SURFACES OR FINISHES TO REMAIN, IF DAMAGED DURING DEMOLITION OR ANY STAGE OF THE WORK, SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR OWN EXPENSE TO "LIKE
NEW" CONDITION. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DOCUMENT ANY PREEXISTING DAMAGE AND, NOTIFY THE ARCHITECT OF ANY SUCH DAMAGE PRIOR TO PRICING 1. ALL WOOD BASED MATERIALS & PRODUCTS INCLUDING FR

OR BIDDING.
12. AMING, SUB-FLOORING, & WOOD DOORS TO BE FSC CERTIFIED.

13.  ALL NEW SURFACES WHICH ARE TO BE PAINTED SHALL RECEIVE (1) COAT OF PRIMER AND (2) COATS OF FINISH PAINT, (3) COATS TOTAL.
14. SEE SHEET A600 FOR ADDITIONAL FINISH NOTES.
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CONSTRUCTION KEY NOTES

PATCH AND PREPARE EXTERIOR FACADE FOR NEW FINISHES

PATCH AND SAND EXISTING WOOD ARCHES AND PREPARE TO RECEIVE SCHEDULED FINISHES. INCLUDE COST TO REPLACE DAMAGED PLYWOOD WITH NEW.

IN CONSIDERATION OF RECEIVING DRAWINGS FROM TPG ARCHITECTURE LLP IN
AN ELECTRONIC FORM, THE RECIPIENT AGREES, TO THE FULLEST EXTENT
PERMITTED BY LAW, TO HOLD HARMLESS AND INDEMNIFY TPG ARCHITECTURE
LLP FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
OR IN ANY WAY CONNECTED WITH THE USE, RE-USE, MIS-USE, MODIFICATION,
OR MISINTERPRETATION OF THE MACHINE-READABLE INFORMATION PROVIDED
BY TPG ARCHITECTURE LLP UNDER THIS AGREEMENT.
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FINISH GENERAL NOTES

1. SEE ALL DRAWINGS FOR ADDITIONAL NOTES.

2. DEMOLITION NOTES ARE BASED ON FIELD OBSERVATIONS AND EXISTING RECORD DOCUMENTS, CONTRACTOR TO REPORT DISCREPANCIES TO ARCHITECT BEFORE DISTURBING
EXISTING INSTALLATION.

3. ANY DAMAGE THAT OCCURRED DURING DEMOLITION WORK TO PERIMETER WALLS & PIERS, INTERIOR COLUMNS, INTERIOR CORE WALLS, FLOORS AND CEILINGS TO REMAIN
SHALL BE REPAIRED BY CONTRACTOR.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR TEMPORARY LIGHTING & POWER IN AREA OF WORK.

5. CONTRACTOR SHALL HAVE A LICENSED ELECTRICIAN ON PREMISES DURING DEMOLITION AFFECTING ELECTRICAL LINES IN AREA OF WORK.

JPMORGAN CHASE €

—_

REFER TO DRAWINGS G-001.00, G-002.00, G-003.00 FOR ADDITIONAL NOTES AND SPECIFICATIONS.

ALL GLUES, SEALANTS, AND PAINT TO BE LOW OR NO VOC, TYP.
THERE WILL BE NO DEVIATIONS OR SUBSTITUTIONS. ANY DISCREPANCIES SHALL BE SUBMITTED IN WRITING TO THE ARCHITECT OF RECORD.

INDICATES FINISH MATERIAL SEE SHEET A600

XX - ##

el

GENERAL CONTRACTOR IS RESPONSIBLE FOR BEING FAMILIAR WITH THE BUILDING RULES AND REGULATIONS BEFORE AND DURING THE COURSE OF THIS PROJECT. SHOULD
A CONFLICT ARISE BETWEEN THE CONSTRUCTION DOCUMENTS AND THE BUILDING RULES, THE CONTRACTOR IS TO NOTIFY THE ARCHITECT IMMEDIATELY. BUILDING RULES
AND REGULATIONS SHALL GOVERN EXCEPT WHERE THEY ARE IN CONFLICT WITH APPLICABLE CODES.

INDICATES DOOR TAG

DXX

5. GENERAL CONTRACTOR SHALL PROPERLY PREPARE (SPACKLE/ PLASTER, SANDING, ETC.) ALL NEW & EXISTING DRYWALL / MASONRY SURFACES FOR PAINTING OR WALL
COVERING AS PER MANUFACTURER'S RECOMMENDATION.

6. PRIOR TO PAINTING ANY AND ALL DENTS, CORNER BEADS, JOINTS & IRREGULARITIES IN NEW OR EXISTING PARTITIONS, CEILINGS, DOORS, FRAMES, ETC. GENERAL

CONTRACTOR SHALL FIX WITH AN APPROPRIATE FILLER SUITABLE FOR THE MATERIAL.
CONSTRUCTION NOTES ;

8. UPON COMPLETION OF THE WORK, THE GENERAL CONTRACTOR SHALL REMOVE FROM THE PREMISES ALL WASTE MATERIALS, RUBBISH, WRAPPINGS, AND CARTONS, ETC., AS
GENERATED BY FINISH MATERIALS.

ALL FINISHES TO BE PURCHASED AT THE SAME TIME TO ENSURE UNIFORMITY OF COLOR.

1. ALL WOOD SPECIFIED AND/OR USED ON THIS PROJECT, SHALL BE FIRE RETARDANT TREATED MATERIAL IN ACCORDANCE WITH ALL APPLICABLE CODES.
9. GENERAL CONTRACTOR TO REMOVE EXISTING WINDOW TREATMENT DURING CONSTRUCTION; STORE AND CLEAN ALL SHADES & REINSTALL AFTER WORK IS COMPLETE (TYP.)

2. ALL EXISTING CONSTRUCTION TO REMAIN SHALL BE PATCHED, REPAIRED, AND PREPARED AS REQUIRED TO RECEIVE NEW FINISHES PER FINISH PLAN. 10. ALL SUBSTRATES TO BE FIRE RETARDANT OR FIRE PROOF.

3. ALL SURFACES OR FINISHES TO REMAIN, IF DAMAGED DURING DEMOLITION OR ANY STAGE OF THE WORK, SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR OWN EXPENSE TO "LIKE
NEW" CONDITION. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DOCUMENT ANY PREEXISTING DAMAGE AND, NOTIFY THE ARCHITECT OF ANY SUCH DAMAGE PRIOR TO PRICING .

OR BIDDING.
12. AMING, SUB-FLOORING, & WOOD DOORS TO BE FSC CERTIFIED.

ALL WOOD BASED MATERIALS & PRODUCTS INCLUDING FR

13.  ALL NEW SURFACES WHICH ARE TO BE PAINTED SHALL RECEIVE (1) COAT OF PRIMER AND (2) COATS OF FINISH PAINT, (3) COATS TOTAL.
14. SEE SHEET A600 FOR ADDITIONAL FINISH NOTES.
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CONSTRUCTION KEY NOTES

PATCH AND PREPARE EXTERIOR FACADE FOR NEW FINISHES.

IN CONSIDERATION OF RECEIVING DRAWINGS FROM TPG ARCHITECTURE LLP IN
AN ELECTRONIC FORM, THE RECIPIENT AGREES, TO THE FULLEST EXTENT
PERMITTED BY LAW, TO HOLD HARMLESS AND INDEMNIFY TPG ARCHITECTURE
LLP FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
OR IN ANY WAY CONNECTED WITH THE USE, RE-USE, MIS-USE, MODIFICATION,
OR MISINTERPRETATION OF THE MACHINE-READABLE INFORMATION PROVIDED
BY TPG ARCHITECTURE LLP UNDER THIS AGREEMENT.
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DEMOLITION NOTES

DEMOLITION KEY NOTES

Vs

Vs

SCALE: 1/4"=1-0" PROPOSED

CONSTRUCTION LEGEND

NORTH ELEVATION

1. SEE ALL DRAWINGS FOR ADDITIONAL NOTES.

2. DEMOLITION NOTES ARE BASED ON FIELD OBSERVATIONS AND EXISTING RECORD DOCUMENTS, CONTRACTOR TO REPORT DISCREPANCIES TO ARCHITECT BEFORE DISTURBING
EXISTING INSTALLATION.

3. ANY DAMAGE THAT OCCURRED DURING DEMOLITION WORK TO PERIMETER WALLS & PIERS, INTERIOR COLUMNS, INTERIOR CORE WALLS, FLOORS AND CEILINGS TO REMAIN
SHALL BE REPAIRED BY CONTRACTOR.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR TEMPORARY LIGHTING & POWER IN AREA OF WORK.

5. CONTRACTOR SHALL HAVE A LICENSED ELECTRICIAN ON PREMISES DURING DEMOLITION AFFECTING ELECTRICAL LINES IN AREA OF WORK.

EXISTING CANOPIES TO BE REFURBISHED. REMOVE AND REPLACE VINYL UNDER SIDE WITH
NEW ONLY. EXISTING LIGHTING TO REMAIN AND RELAMPED.

EXISTING COLUMN FINISHED ENCLOSURE TO BE REMOVED AND REPLACED WITH NEW.

XX - ##

DXX INDICATES DOCR TAG

INDICATES FINISH MATERIAL SEE SHEET AG00

SCALE: 1/4"=1"-0"

FINISH GENERAL NOTES

JPMORGAN CHASE €

CONSTRUCTION NOTES

1. ALL WOOD SPECIFIED AND/OR USED ON THIS PROJECT, SHALL BE FIRE RETARDANT TREATED MATERIAL IN ACCORDANCE WITH ALL APPLICABLE CODES.
2. ALL EXISTING CONSTRUCTION TO REMAIN SHALL BE PATCHED, REPAIRED, AND PREPARED AS REQUIRED TO RECEIVE NEW FINISHES PER FINISH PLAN.

3. ALL SURFACES OR FINISHES TO REMAIN, IF DAMAGED DURING DEMOLITION OR ANY STAGE OF THE WORK, SHALL BE REPAIRED BY THE CONTRACTOR AT THEIR OWN EXPENSE TO "LIKE
NEW" CONDITION. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DOCUMENT ANY PREEXISTING DAMAGE AND, NOTIFY THE ARCHITECT OF ANY SUCH DAMAGE PRIOR TO PRICING

OR BIDDING.

HowoN

10.
1.
12.
13.
14.

REFER TO DRAWINGS G-001.00, G-002.00, G-003.00 FOR ADDITIONAL NOTES AND SPECIFICATIONS.

ALL GLUES, SEALANTS, AND PAINT TO BE LOW OR NO VOC, TYP.

THERE WILL BE NO DEVIATIONS OR SUBSTITUTIONS. ANY DISCREPANCIES SHALL BE SUBMITTED IN WRITING TO THE ARCHITECT OF RECORD.

GENERAL CONTRACTOR IS RESPONSIBLE FOR BEING FAMILIAR WITH THE BUILDING RULES AND REGULATIONS BEFORE AND DURING THE COURSE OF THIS PROJECT. SHOULD
A CONFLICT ARISE BETWEEN THE CONSTRUCTION DOCUMENTS AND THE BUILDING RULES, THE CONTRACTOR IS TO NOTIFY THE ARCHITECT IMMEDIATELY. BUILDING RULES
AND REGULATIONS SHALL GOVERN EXCEPT WHERE THEY ARE IN CONFLICT WITH APPLICABLE CODES.

GENERAL CONTRACTOR SHALL PROPERLY PREPARE (SPACKLE/ PLASTER, SANDING, ETC.) ALL NEW & EXISTING DRYWALL / MASONRY SURFACES FOR PAINTING OR WALL
COVERING AS PER MANUFACTURER'S RECOMMENDATION.

PRIOR TO PAINTING ANY AND ALL DENTS, CORNER BEADS, JOINTS & IRREGULARITIES IN NEW OR EXISTING PARTITIONS, CEILINGS, DOORS, FRAMES, ETC. GENERAL
CONTRACTOR SHALL FIX WITH AN APPROPRIATE FILLER SUITABLE FOR THE MATERIAL.

ALL FINISHES TO BE PURCHASED AT THE SAME TIME TO ENSURE UNIFORMITY OF COLOR.

UPON COMPLETION OF THE WORK, THE GENERAL CONTRACTOR SHALL REMOVE FROM THE PREMISES ALL WASTE MATERIALS, RUBBISH, WRAPPINGS, AND CARTONS, ETC., AS
GENERATED BY FINISH MATERIALS.

GENERAL CONTRACTOR TO REMOVE EXISTING WINDOW TREATMENT DURING CONSTRUCTION; STORE AND CLEAN ALL SHADES & REINSTALL AFTER WORK IS COMPLETE (TYP.)
ALL SUBSTRATES TO BE FIRE RETARDANT OR FIRE PROOF.

ALL WOOD BASED MATERIALS & PRODUCTS INCLUDING FR

AMING, SUB-FLOORING, & WOOD DOORS TO BE FSC CERTIFIED.

ALL NEW SURFACES WHICH ARE TO BE PAINTED SHALL RECEIVE (1) COAT OF PRIMER AND (2) COATS OF FINISH PAINT, (3) COATS TOTAL.

SEE SHEET AG600 FOR ADDITIONAL FINISH NOTES.
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CONSTRUCTION KEY NOTES

INSTALL NEW METAL PANEL UNDERNEATH CANOPY AND RELAMP EXISTING LIGHTS AFFECTED DURING DEMOLITION. EXISTING CLADDING ON CANOPY ON THE
SIDES TO REMAIN. SEE FINISH SCHEDULE ON A600 AND CANOPY DETAIL ON A800.

PATCH AND SAND EXISTING WOOD ARCHES AND PREPARE TO RECEIVE SCHEDULED FINISHES. INCLUDE COST TO REPLACE DAMAGED PLYWOOD WITH NEW.

NEW WHITE BREAK METAL FINISH

INCLUDE NEW BOTTOM RAIL ADAPTERS TO MEET 10". FINISH TO MATCH EXISTING DOORS.

IN CONSIDERATION OF RECEIVING DRAWINGS FROM TPG ARCHITECTURE LLP IN
AN ELECTRONIC FORM, THE RECIPIENT AGREES, TO THE FULLEST EXTENT
PERMITTED BY LAW, TO HOLD HARMLESS AND INDEMNIFY TPG ARCHITECTURE
LLP FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
OR IN ANY WAY CONNECTED WITH THE USE, RE-USE, MIS-USE, MODIFICATION,
OR MISINTERPRETATION OF THE MACHINE-READABLE INFORMATION PROVIDED
BY TPG ARCHITECTURE LLP UNDER THIS AGREEMENT.
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EXT. FIN. MATERIALS SCHEDULE

JPMORGAN CHASE €

PAINT
EPT-01 |GENERAL WALL
MER. BENJAMIN MOORE
PRODUCT ULTRA SPEC EXT
COLOR DECORATOR'S WHITE CC-20
FINISH EXTERIOR GRADE, INSTALL PER
MANUFACTURERS RECOMMENDATION
EPT-02 |REVEAL BRICK LINTELS
MER. BENJAMIN MOORE
PRODUCT ULTRA SPEC EXT
COLOR SIDEWALK GRAY 2133-60
FINISH EXTERIOR GRADE, INSTALL PER
MANUFACTURERS RECOMMENDATION
EPT-03 |ROSETTES, DENTILS, WINDOW SILLS, CHIMNEY

MER. BENJAMIN MOORE

PRODUCT ULTRA SPEC EXT

COLOR CHARCOAL LINEN 2133-40
FINISH EXTERIOR GRADE, INSTALL PER

MANUFACTURERS RECOMMENDATION

EPT-04 | WINDOW FRAMES/ SPANDRELS, ROOF EDGE, BRICK BASE
MER. BENJAMIN MOORE
PRODUCT ULTRA SPEC EXT
COLOR ONYX 2133-10
FINISH EXTERIOR GRADE, INSTALL PER
MANUFACTURERS RECOMMENDATION
EXTERIOR CANOPY CEILING
E-1  |EXTERIOR METAL CEILING
MER. ARMSTRONG
PRODUCT METALWORKS LINEAR - CLASSICS
INTERIOR & EXTERIOR
COLOR SILVER GREY INTERIOR & EXTERIOR
(SG2)
FINISH EXTERIOR GRADE, INSTALL PER
MANUFACTURERS RECOMMENDATION
NOTES: METALWORKS LINEAR - CLASSIC

CEILINGS, M1, 7160 6" UNPERFORATED

EXTERIOR BRICK RETAINING WALL

BRK-1

EXTERIOR BRICK RETAINING WALL

MER. GENERAL SHALE BRICK

PRODUCT: RALEIGH COURT

COLOR: RED

NOTES: RUNNING BOND LENGTHS POSSIBLE

WITH BUTTED AND LAPPED INSIDE
CORNERS AND MANUFACTURERS
FABRICATED RETURN CORNER
PIECES. - MITERED CORNERS ARE
NOT ACCEPTABLE. - PLACE CONTROL
JOINTS AS RECOMMENDED BY THE
MANUFACTURER.

DOOR TYPES SCHEDULE
SIZE FRAME
TYPE W H T MATERIAL FINISH MATERIAL FINISH HDWR. NOTES
D1 3-0" t- 7-6" 11 3/4" WOOD/ GLASS BLACK PAINTED WOOD BLACK PAINTED SEE NOTES BENJAMIN MOORE ONYX (2133-10),
EMPLOYEE ENTRANCE V.IF V.IF V.IF ALL HARDWARE TO MATCH EXISITING.
DOOR LITES AND TRANSOM TO MATCH EXISTING
VENDOR CONTACTS NOTES:
VENDOR/ MFR CONTACT PHONE EMAL 1. DOOR TO BE REPLACED IN KIND WITH EQUAL U VALUES OR BETTER.
BENJAMIN MOORE LOCAL DISTRIBUTOR 4. VYNIL WINDOWS TO REMAIN. WINDOW AND FRAMES WILL NOT BE PAINTED.
5, COORDINATE WITH JLL AND SECURITY TEAM OF FINAL HARDWARE AND ACCESS REQUIREMENTS
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IN CONSIDERATION OF RECEIVING DRAWINGS FROM TPG ARCHITECTURE LLP IN
AN ELECTRONIC FORM, THE RECIPIENT AGREES, TO THE FULLEST EXTENT
PERMITTED BY LAW, TO HOLD HARMLESS AND INDEMNIFY TPG ARCHITECTURE
LLP FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
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EXISTING CANOPY STRUCTURE TO REMAIN

EXISTING CANOPY SIDES TO REMAIN

REMOVE VINYL CORRUGATED FINISH AND REPLACE
WITH METALWORKS LINEAR - CLASSIC CEILINGS,
SILVER GREY (SG2), M1, 7160 6" UNPERFORATED,

CLEAN AND RELAMP AS REQUIRED

5 EXISTING CANOPIES FINISH

SCALE: 1/4"=1'-0"

STONEFIELD

2 ISSUED FOR PERMIT 03/18/2025| FA
1 ISSUED FOR REVIEW 01/28/2025] FA
NO. | REVISION DATE BY

TPG\rchitecture

TPG ARCHITECTURE, LLP

31 PENN PLAZA

132 WEST 31ST STREET, 5TH FLOOR, NEW YORK, NY 10001
212.768.0800 | TPGARCHITECTURE.COM

IN CONSIDERATION OF RECEIVING DRAWINGS FROM TPG ARCHITECTURE LLP IN
AN ELECTRONIC FORM, THE RECIPIENT AGREES, TO THE FULLEST EXTENT
PERMITTED BY LAW, TO HOLD HARMLESS AND INDEMNIFY TPG ARCHITECTURE
LLP FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND
COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES, ARISING OUT OF,
OR IN ANY WAY CONNECTED WITH THE USE, RE-USE, MIS-USE, MODIFICATION,
OR MISINTERPRETATION OF THE MACHINE-READABLE INFORMATION PROVIDED
BY TPG ARCHITECTURE LLP UNDER THIS AGREEMENT.

PROJECT

CHASE GREENPORT

EXTERIOR REFRESH

238 MAIN STREET,

GREENPORT, NY 11944

DRAWING

DETAILS

SEAL DATE 01/20/2025
PROJECTNO.  1524858-00
SCALE NTS
DWG NO.
CAD FILE NO. PAGE
A-800.00.DWG 11 OF 11




	Sheets and Views
	G-001.00
	G-002.00
	G-003.00
	G-004.00
	A-100.00
	A-101.00
	A-102.00
	A-103.00
	A-104.00
	A-600.00
	A-800.00


